Software Release Note

R5.5 Release
September 9th, 2013
Version and Name of Software Set

C/P:
25.11.71 :   D125CP_XC_251171_130904.bin

Printer:
26.11.31 :   D125P_XC_261131_130904.bin

Software Installation Instructions:
To determine the currently installed software version:
1. In CentreWare Internet Services, click Properties > General Setup > Configuration.

2. Scroll down to Software to verify the software version.
To update the software:
1. In CentreWare Internet Services, click Properties > Services > Machine Software> Upgrades.

2. Under Upgrades select Enabled.

3. Click Apply.

4. Refresh your browser and navigate to Properties > Services > Machine Software >Manual Upgrade
5. Under Manual Upgrade, click Browse to locate and select the software upgrade

file in .bin format.

6. Click Open.

7. Click Install Software. The file is sent to the printer. Once the software is installed, the printer restarts.

8. Check the configuration report to verify that the software has updated.

Software Version Information

	
	Version number in software set R5.5
	Version number in the previous release R5.4
	Notes

	Controller

  - MF

- Printer
	1.204.9

1.204.9
	1.204.9

1.204.9
	

	IOT
	V84.13.0
	V84.13.0
	

	IFM
	V8.63.0
	V8.63.0
	

	HCS
	V2.8.0
	V2.8.0
	

	D-Finisher
	V5.29.0
	V5.25.0
	

	Perfect Binder
	V210.01.0
	V210.01.0
	MF only

	PF3.5HCF
	V13.08.0
	V13.08.0
	

	IISS
	V9.10.0
	V9.10.0
	MF only

	DADF
	V13.16.0
	V13.16.0
	MF only


Software Release Notes:
· Jam faults intermittently when submitting mainframe jobs < (P03-201, 045-310 & 077 > (Proweb 2713) 

· Memory Leak with DFE print jobs causing 127-311 fault – 

· pcl  and postscript print divers do not fully shift text 0.50 inches. (Proweb 2480)

· Templates cannot be retrieved Fixed after device times out. (Proweb 2736)

· PS decomposer freeze 

· Image barcodes are not printed correctly (Proweb  2831)

· Changes in paper type and paper color made at the device for Tray 5 are not updated on the DFE GUI. (Proweb 2893)

· When printed, the second page comes out rotated 90 degrees. (Proweb  2686)

· Page missing/disorder when device is stopped due to the selection of Interrupt/Pause/Cancel)

· Automatic log creation on power-off after special C/L is set (debug feature)

· Speed up for 4KB sector HDD initialization

· To extend the driving EXM Cleaning fan

· Change the jam clear operation of static jam on the compile tray when manual binding.

· CR2038 Countermeasure for misfeed jam (thick paper and a4 size)
· CR2032 Implemented the DC361.

· CR2035 Implemented the No Paper misdetected count.

· CR2039 Change the specification of Air Assist Mode 
· CR-262 Implemented the individual adjustment function of ACS on CE mode.

