READ ME

Xerox XJ+ 325 and XJ+525 Patches for system reboot  3/16/98

"R5525" for XJ+ 525

"R5325" for XJ+ 325

PROBLEM:

The Fiery XJ+ may occasionally reboot or hang at software installation.

CAUSE:  

EFI has received from NEC some R5000 processors from a new production lot.   EFI is in the process of evaluating this reboot and software hanging behavior with NEC, to verify that  NEC's manufacturing process change provides parts within their current specification.  In order to improve EFI's board margin, and to prepare for future changes in NEC's manufacturing process, EFI is providing this patch which increase our margins.

HOW TO DOWNLOAD THE PATCH:

1) Connect Fiery XJ+ to Ethernet network, either AppleTalk,  TCP/IP or IPX.

2) Use the "Fiery XJ Downloader"  to the direct queue to download the patch to the Fiery XJ+. This patch must be downloaded to the direct queue in order to guarantee that the system is correctly updated.

3) After download, print out the "Job Log"  or  use the Job Log function in the Command Workstation in order to confirm the patch was processed without an error.

4) Reboot the Fiery XJ+. When the message appears "hit any button to enter setup", hit any button. Enter any of the setup options (no changes are required) then exit setup. When exiting setup, a message will appear prompting the user to power off and on the Fiery. Once complete, the Fiery XJ+ will be completely updated.

