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Problems Addressed: 

1. 11x17 document not centering properly.  (Patch # 1-5LYJZ)
2. Viewing printer properties causes registry errors after installing Microsoft Hot Fix Q299444 on NT

workstation.  (Patch # 1-60NA3)
3. Not possible to configure NDS PServer on LCD, Command Workstation, or WebTools.  (Refer to further

instructions below) (Patch # 1-62DX2)
4. Will receive miss-registration (shifting plate) when changing the Halftone feature to 60 or 61 lpi with the User

Defined screen setting.  (Patch # 1-6I71X)
5. Changing the print job attributes with the print job overrides in CWS4 will result in re-processing of the print

job.  (Patch # 1-6KHU9)
6. Downloaded custom-sized pdf file does not center on page size selected in CWS.  (Patch # 1-6NS1T)
7. After a large number of prints, the EX12 abruptly starts printing all jobs as a single yellow separation.  (Patch

# 1-6NYRH)
8. Blends of certain Pantone colors in Quark Xpress print black only.  (Patch # 1-SVB1)
9. Fiery Server fails to print duplex when server defaults are Face Up, Reverse order printing.  (Patch # 1-

6VITX)
10. When printing a 2 page duplex job to the Fiery EX12, will receive page 2 on both sides when server defaults

are Face Up, Reverse order printing. (EFI Bug # 1-7BAL2)
11. Apache web server security concerns.  Will update to 1.3.26.  (Patch # 1-6Y4TH,  EFI Bug # 1-6Y4TM)
12. Fix to resolve shifting global elements in PPML on Wave 2.0 plus patch from Pageflex to fix client

application Persona.  (EFI Bug # 1-7N7Z5)
13. Allow support for NDPS and Novell 6 IPP gateway connectivity.  (EFI Bug # 1-6H56G)
14. Velocity Compliance: Number of copies printed value returned wrong for a partially completed job.  This was

a bug which causes a partial job to be rerouted to another available IOT on the Velocity network (due to the
current IOT being out of paper/consumables/unavailable); however, the entire job reprints (instead of the
remaining portion).  (EFI Bug # 1-55ND3)

15. Image quality reduced when scanning with Fiery Remote Scan 4.4 software.  (Refer to further instructions
below) (EFI Bug # 1-6XDYO)

Solution: 

Download the enclosed 1-7QU5B.ps to the Fiery.

This update consists of the following file:

File Name File Size

1-7QU5B.ps 46.1 MB

Installation Instructions:

1. Download 1-7QU5B.ps file via the Fiery Downloader or Web Downloader to the Print queue or if using the
import function of CWS 4.x, import to the Hold queue, then print.

2. In Command Workstation/Spooler (web), verify that 1-7QU5B.ps is in the printed queue.
3. Wait 60 seconds.
4. Reboot the Fiery server from the Fiery Control Panel. 
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5. After the server has restarted, please wait until it goes to idle and print a Configuration Page to verify that the
file has been received. The Update Information should contain the patch number 1-7QU5B.ps.

Instructions on using the NDS PServer:

After successfully installing the patch, an additional Web page will be available, offering an alternative
configuration for NDS PServer.  This alternative configuration allows for a manual input of PServer properties,
without the need to browse the NDS tree.

Prerequisites for the this feature:
1. Web Services must be activated in LCD setup, Command Workstation or WebTools.
2. PServer must be activated in LCD, Command Workstation or WebTools. 

Note:  Only activating PServer is enough. On LCD, after answering Yes to Activate PServer in Network/ Service
Setup, there is no need to enter NDS or Bindery setup after that.

The new Web page is accessible from your Web browser at the following URL: 
<Fiery IP Address>//NDSConfiguration.html 

Please note that this string must be entered completely, including the extension html, and note that this string is
case sensitive.

The NDS PServer configuration screen that appears allows for manual configuration of NDS PServer:
1. Check box next to "NDS Enabled?" must be checked.
2. Tree name: fill out the name of the NDS Tree in which Print Server object resides.
3. Full PServer name: fill out the exact name of the Print Server object configured for the Fiery. 

Note:  The name of the print server object must be filled out in 'full distinguished name' format.

Start with .CN=<name of print server object> and walk up the root of the tree, listing all container objects
up until the root, but not including the root. 

Every organizational unit name must be preceded with .OU= (uppercase)
Every organization name must be preceded with .O= (uppercase)
Every country object must be proceeded with .C= (uppercase)

A password is only applicable if the print server object is associated with a password; it is not related to the
password of any user account including Admin.

The Print Queue Search Root: is an optional field. For initial usage, it is recommended to leave this blank.

Press the button "Update NDS Configuration" and reboot the Fiery.  Print out a Configuration Page to verify that
all parameters are entered correctly.

Instructions on Scanning:

For best results for using the Fiery Remote Scanner please do the following:
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1. Calibrate the Fiery EX12 using ColorCal.  Running ColorCal will have you perform a calibration to the
scanner.  

2. Run the “Calibrate the Scanner” while running ColorCal.
3. The DocuColor 12 should be in good image quality condition.  A technician can service the DocuColor 12 to

achieve the closest and most neutral White Point possible.


