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Purpose
This document lists the USB Card Reader Plug-ins available and their installation instructions. The USB Card Reader Plug-ins are required on certain Xerox Multifunction Devices in order for those devices to work with USB connected card readers.

Plug-Ins
· EQ_XSAplug-ins: This folder includes two plug-ins (“EQProvider080.jar” and “LibforEqXCPProvider-1.0.0.enc”) to install on the Xerox Multifunction Device. You must install both files on the Xerox Multifunction Device if you are using an Equitrac or Xerox Secure Access USB Card Reader.
· Non-EQ_XSAplug-in: This folder includes one plug-in (“NEW 3_0_4_cardreader.jar”) to install on the Xerox Multifunction Device. You must install this file on the Xerox Multifunction Device if you are using a USB Card Reader that is NOT an Equitrac or Xerox Secure Access reader.

Installation Instructions for Equitrac/Xerox Secure Access USB Card Readers
Save the EQ-XSAplug-ins folder to a convenient location on your workstation. 
1. From a Web browser, enter the Xerox device’s IP address to access the Web UI. 
2. Go to Properties > Security > Plug-in Settings > Plug-in Settings.
3. Check the “Enabled” check box and select [Apply].
4. Select [Reboot Machine] when prompted.
5. After the machine is back online, go to Properties > Security > Plug-in Settings > List of Embedded Plug-ins.
6. Select [Upload].
7. Browse to the EQ_XSAplug-ins folder and locate the “EQProvider080.jar” file.
8. Select [Upload].
9. Refresh your web browser and go back to Properties > Security > Plug-in Settings > List of Embedded Plug-ins.
10. Select [Upload].
11. Browse to the EQ_XSAplug-ins folder and locate the “LibforEqXCPProvider-1.0.0.enc” file.
12. Select [Upload].
13. Reboot the printer to activate both plug-ins.
14. After the machine is back online, go to Properties > Security > Plug-in Settings > List of Embedded Plug-ins.
15. Ensure the status for both plug-ins is “Activated.”
Installation Instructions for non-Equitrac/Xerox Secure Access USB Card Readers
Save the Non-EQ-XSAplug-ins folder to a convenient location on your workstation. 
1. From a Web browser, enter the Xerox device’s IP address to access the Web UI. 
2. Go to Properties > Security > Plug-in Settings > Plug-in Settings.
3. Check the “Enabled” check box and select [Apply].
4. Select [Reboot Machine] when prompted.
5. After the machine is back online, go to Properties > Security > Plug-in Settings > List of Embedded Plug-ins.
6. Select [Upload].
7. Browse to the Non-EQ_XSAplug-ins folder and locate the “NEW 3_0_4_cardreader.jar” file.
8. Select [Upload].
9. Reboot the printer to activate the plug-in.
10. After the machine is back online, go to Properties > Security > Plug-in Settings > List of Embedded Plug-ins.
11. Ensure the status for the plug-in is “Activated.”
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