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Introduction

The Adaptive CMYK Plus Technology Update allows a Fiery digital print server driving a Xerox® Color C60/C70
printer to manage and correctly interpret files sent to the Xerox® Color C60/C70 printer with the Xerox Vivid Toner kit

installed.

Note: The term “Fiery server” is used to refer to the “Fiery digital print server” that drives the Xerox® Color C60/C70
printer. The term “CMYK Plus” refers to “Adaptive CMYK Plus Technology”

Special features

The update will allow the system software on the Fiery server to interpret the various spot colors or additional
channels that are found in files created specifically for printing using the Adaptive CMYK Plus Technology. These
additional spot colors or channels include gold, silver, white, and clear.

Note: The update supports spot colors (solid colors) that are 100%. Performance cannot be guaranteed for colors that

are less than 100% percent, such as tints, shades, or gradients.

Preparing files for printing

Note the following when preparing files for printing with the special spot colors:

¢ You must create files with additional color channel for raster graphics or with custom spot colors in case of vector
graphics, with an unique name that is not related to the percentage of color fill (print density is used only for

reference).

In this way the Fiery server software can recognize the spot colors or additional channels inside the file and

automatically assign them to the appropriate printing unit.

Use the following names for the spot colors: “SGold” for gold, “SSilver” for silver, “SWhite” for white, and “SClear”
for clear toner. Note that the spot colors names are case sensitive.

¢ When preparing a file with software for raster graphics or vector graphics, save the file as PDF. Be careful not to

convert any special spot color or additional channel into four colors.

¢ You can output color jobs that are overprinted with the special toners on the Color C60/C70 with CMYK Plus. To
do so, create an unique file that contains CMYK or RGB colors (for the color print) and the spot colors or
additional channels (for special colors) for the overprint. Remember to keep the spot color or additional channel
when exporting into PDF. A document created following these rules will not show any blank area under the spot
colors when printed with the CMYK Kit. This helps when printing the second time with the special colors (gold,

silver, clear, or white), to avoid mis-registration between colors.

Fiery Command WorkStation

All the operations described in this document are performed through Fiery® Command WorkStation. To learn more
about Fiery Command WorkStation, see the online help in the application. In this document, we cover only topics on
the preparation of files to print on the Color C60/70 with CMYK Plus.
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Installing the update

After downloading the zipped file containing the update and extracting the files, you will install the files in three steps:
e QOutput profile

e Spot colors

o  Workflows (Job Presets)

Follow the procedure below:

To install the update

1 Download the update from: https://d1umxs9ckzarso.cloudfront.net/Products/prd/Vivid_Kit.zip.

2 Extract the files from the zip file.

? Extract Compressed (Zipped) Folders

Select a Destination and Extract Files

Files will be extracted to this folder:
‘ C:\Users\Admin'Desktop\Vivid Kit Browse...

Show extracted files when complete

3 Open Fiery Command WorkStation and connect to the Fiery server driving the Color C60/70 with CMYK Plus.
4 Open Device Center->Resources->Profiles.

5 Select Import, and select Output from the drop-down menu.
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6 Navigate to the location where the zip file was extracted.

SN AL Output Profile_Vivid_Kit
Home Share View
© ~ 4 1 » ThisPC » Desktop » VividKit » Output Profile_Vivid_Kit
+ <t Favorites MName Date modified Type Size
4] Vivid_Kit 5/31/2 9PM  ICC Profile

> ¥ Homegroup

48 This PC
4 g Desktop
4 | Vivid Kit
. Output Profile_Vivid_Kit

. Spot Color library
. Workflow

» || Documents

* & Downloads

L Music

7 Select the Output Profile_Vivid_Kit folder and click Open.
8 Select Vivid_Kit.icc and select Open.

9 Click OK.

| 1D Device Center

Profile Manager  (Totak20) K Settings &, Import AEpot [ Delete

Vivid_Kit

ik

/
=

Description: Vivid_Kit

Type: Output

type

Device Class: Output

n, Recycled, Labels, Transparency, Ervelope, Letterhead, Pre-Printed, O.. Calibeatior: Plain

Versiors 2.0.0
Coated3

vyweight? (177-220gsm), Heavyweightd (221-256g5m), Hev

Created: 5/15/2019 B:35:39 PM
Modified: 5/31/2019 54533 PM

b Devnce Link Profiles Copyright:  Copyright (<) 2010
Ebectronics for Imaging, Inc.

.‘ Did you know?

10 To install the spot colors from the Vivid kit, go to Device Center->Resource->Spot Colors.

11 Select Import.
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12 Navigate to the location where the zip file was extracted.

IS L= Spot Color library
© -t » ThisPC » Desktop » Vivid Kit » Spot Color library
¥ Favorites Name : Date modified Type Size

4] emvk_plus_off 6/2/201911:30PM  ICC Profile 2kB

> ¥ Homegroup 4] €MYK_Plus_On 30PM  ICC Profile 2k
4 {8 This PC

4 Deskiop

4 ) vivid Kit

| Output Profile_Vivid_Kit
Spot Color library
| Workflow

> [E| Documents

> 1§ Downloads
> [ Music

> & Pictures

13 Open Spot Color library folder, select CMYK_Plus_On.icc.
14 Select Open.
15 Select Import, then select CMYK_Plus _Off.icc.

16 Select Open.

| 1O Deviee centes o x

C60-C70-EB28 Paper source: Auto tray select Any; Use machine settings; 8.5¢11° LEF Set the propesty settings to match the

Properties. b - intended print settings before editing a spat
Output profile: Fiery C50-C70 Plain 241b vIF color,
shtew [ Delete & impo L Expont. Sinstrument SO Find
CMIVE,_Plus_Off ~

SWhite

Edt ¥

CMYE
1 {Lab Converted

CMYK

Delta - E: 0.01

& Did you know!?

17 To install the Workflow (Job Presets), go to Workflows->Job Presets.
18 Select Import.

19 Select Merge with existing from the drop-down menu.
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: Adaptive CMYK Plus Technology Update
Installing the update

SN AR Workflow

(CRORI)

Share View

¥ ThisPC » Desktop » VividKit » Workflow

Name Date modified Type Size

> 30 Favorites

[ vivid_Kit.fip

3

59PM  FIP File

> &y Homegroup

4 /8 This PC
4 g Desktop

Vivid Kit
Output Profile Vivid_Kit
Spot Coler library
Workflow

a

> || Documents
> | l§ Downloads
> LW Music

» | & Pictures

21 Open Workflows folder, select Vivid_Kit.fjp.

22 Select Open.

The presets are imported.

D Bvica Canter

b0 -C70-ERSE Ser Dictonin. L Pt

o

o Vil

e descoptan wvpdeble

Terangs

¢ & = -0

¥ ..

) oot FOCIAIR (e

K

A8 LEE

23 Close Device Center.

24 From the main menu select Server->Reboot Server.

& Fiery Command WorkStation
File Ecit Actions Go Server View Help

Servers

Fs

Connect New.
Switch User
Switch to
Disconnect

[#) SERVER: 11081668

Chaccymees e mebds Configure

Backup & Restore

Calibrate. Ctrl+Al+C |

Align Tray...
R a———

Paper Catalog

Lags

Restart Fiery

Reboot Server

Clear Server..

Suspend Printing

Resume Printing

Ctrl+Alt+S

Start Sample Print

Pl i Vot Freetas

When the Fiery server reboots, you will be ready to print with Color C60/70 with CMYK Plus.
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After installation of update

After the update installation, in Device Center you will find two new presets in Device Center->Workflows->Job
Presets: Vivid_Kit and CMYK_Kit. These new presets will be used to print in association with their respective upgrade
Kit on Color C60/70 with CMYK Plus. Their functionality will be explained later in this guide.

o x
Set Dedauits. [ ¥ e PR (Cupkoie. b £ & B
& ity Vibvia_IGi Pubikih a5 Virmsl Prisoss
& Hie descopenn vy wlobde
&
pe—
& [
&

PO ST

Papiste MELEF

In Device Center->Resources > Spot Colors, you will find now two new groups of spot colors: CMYK_Plus_ON and
CMYK_Plus_OFF. Their functionality will be explained later in the document.

| 1O Deviee centes o x
-CT0-EB2 . - he progerty settings to match the
C60-CT0-EB28 Paper source: Auto tray select; Any; Use machine settings; 8.511° LEF Set
Properties. e s intended print settings before eddting a spat
Output profile: Fiery C50-C70 Plain 241b vIF e
ehew [ Delete  d import 1, Expont. WPt Cinstument O Find
MYE_P! ~
E ¥._Plus_Off SWhite
Edt ¥
Lab
Onginal
CMYE
i b Converted|
al Pri n ted v
Image En 4 (i
-
Delta - E: .01
> -
& Did you know!?
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Printing procedures

To print with the Vivid Kit

1 In Fiery Command WorkStation, in the Server menu, choose Device Center.

Fiery Command WorkStation File Edit Actions View Window Help

) Device Center £ 8D

Chee Logout "Ao.:jmmlstrator" 1)
Remove Fiery server

PROCESSII Confiaure
Idle 9

Set Defaults...
Backup and Restore

2 Under Resources, select Spot Colors.

3 From the Group Name column, choose CMYK_Plus_ON and move to the top of the group.

| IO Device Cominr a ™

Se1 e propenty detings 12 maeh the
irdnced pring petmngs bl pry BStng § apet
asler

el
Sllom =
Lae
<1 €, 8 b, 108, 0 s
4
!
!
Copy W
Mve iy
dicrer Down

T ———— N

Oita - §: 0

B yovw e
4 ody

Note: CMYK_Plus_On must be the top group whenever you wish to print with the Vivid Kit.

4 Import your prepared file into Fiery Command WorkStation.

For information on preparing the file, see “Preparing files for printing” on page 1.
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5 Select the imported file in the Held list and select Properties.

Fiery Command WorkStation

Actions Server View Window He

SERVERS

® @ Check or replace Consumables. (Blacl

PROCESSING

'''''' Idle

HELD

PRINTED

ARCHIVED HELD (1)

BROCE SN .i, Import ﬁ Print D Properties... Q P/
PRINTIN

G Job Status ‘ Job Title
__ Tray 1 (Unassigned) | it e
= A4, Goated 1, 120-150 gsm,... [ | Spooled TEST.pd

4 Tray 2 (Unassigned)

— A3, Heavyweight 2, 177-220...

Print
Print and Hold

Print and Delete

»' Tray 3 (Unassigned) :

LI A4, Heavyweight 2, 177-220... Baadiext
Rush Print

= Tray 4 (Unassigned) Proof Print

— A4, Plain, 60-79 gsm, LEF

= ® " od) Delete

— Tray 5 (bypass) (Unassign N

& sras, Heavyweight 4, 257.... Dlpileeiie
Rename

* — : .
0% 100% 100%  100% Calibrate job...

B VP180-9D6B Process and Hold

Preview...

Properties...

Apply Workflow >
Impose...

6 In the Color tab of Job Properties, select the preset associated with the Vivid Kit.

This sets the Output Profile to the Vivid Kit. You can change other values afterwards but do not change the output
profile.

You can now proceed to print with the special colors and you can use all the functions of the printer driver.

To print with the CMYK Kit

1 In the Server menu, choose Device Center.

‘Flery Command workStation Hie Edit  Actions View window Help
Device Center
Logout "Administrator"
Remove Fiery server

PROCESSI
Idle

Configure
Set Defaults...
Backup and Restore
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2 Under Resources, select Spot Colors.

| 1D Device Center a %
C60-CT0-EB28 " e Bk B bt hine seltings 8511 LEF Set the propesty settings to match the
Properties apm gomon: o Ky suhect Any: Ue machipe seltoge 817 L intended print settings before edding a pat
Output profile: Fiery C50-C70 Plain 241k viF

color,

Lbpor. PPt Cinstument | JOFind

SWhite

Edt ¥

CMYR

1 {Lab Converted

CMYK

Delta - E: 0.01

& Did you know!?

3 If CMYK_Plus_Off is not at the top of the Group Name column, move it to the top of the group.

Note: CMYK_Plus_Off must be the top group whenever you wish to print with the CMYK Kit.

4 Import your prepared file into Command WorkStation.

For information on preparing the file, see “Preparing files for printing” on page 1.
5 Select the imported file in the Held list and select Properties.

6 In the Color tab of Job Properties, select the preset associated with the CMYK Kit.

You can now proceed to print with the standard colors and you can use all the functions of the printer driver.
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