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( Preface ’

Thank you for purchasing the DocuColor 4.

This guide isintended for anyone who is responsible for integrating the DocuColor 4 LP/
CP into a business environment that includes networked personal computers. After the
DocuColor 4 LP/CP and client workstations are set up, as described in the User Guide
and the Setup Guide, individual users can print to the DocuColor 4 LP/CP as a high-
performance color PostScript printer. Additionally, the DocuColor 4 CP can be used as a
copier.

August, 1999

( Caution on Copying )

Copying certain documents may be illegal in your country.

Penalties of fines or imprisonment may be imposed on those found guilty of
this. The following are exampes of tiems that may be illegal to copy in your
country.

* Currency

» Banknotes and cheques

* Bank and government bonds and securities

» Passports and identification cards

» Copyright material or trademarks without the consent of the owner

» Postage stamps and other negotiable instruments
This list in not inclusive and no liability is assumed for either its complete-
ness or accuracy. In case of doubt, contact legal counsel.




( Certifications )

Certifications . ..in Europe

The CE marking that is applied to this product symbolizes Xerox Europe
Declaration of Conformity with the following applicable Directives of the
European Union as of the dates indicated:

January 1, 1995: - Council Directive 73/23/EEC amended by Council Direc-
tive 93/68/EEC, approximation of the laws of the member states related to
low voltage equipment.

January 1, 1996: - Council Directive 89/336/EEC, approximation of the laws
of the member states related to electromagnetic compatibility.

A full declaration, defining the relevant Directives and references standards,
can be obtained from your Xerox Europe representative.

WARNING
Thisisa Class A product. In a domestic environment this product may
cause radio interference in which case the user may be required to take
adequate measures.

Changes or modifications to this equipment not specifically approved by
Xerox Europe may void the user's authority to operate this equipment.

Shielded cables must be used with this equipment to maintain compliance
with the EMC Directive (89/336/EEC).

WARNING
In order to allow this equipment to operate in proximity to Industrial,
Scientificand Medical (I1SM) equipment, theexter nal radiation from | SM
equipment may have to belimited or special mitigation measures taken.
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( Radio Frequency )

NOTE: This equipment has been tested and found to comply with the limits for a Class A
digita device, pursuant to Part 15 of the FCC Rules. These limits are designed to provide
reasonable protection against harmful interference when the equipment is operated in a
commercial environment. This equipment generates, uses, and can radiate radio frequency
energy and, if not installed and used in accordance with the instruction manual, may
cause harmful interference to radio communications. Operation of this equipment in a
residential area is likely to cause harmful interference, in which case the user will be
required to correct the interference at his own expense.

Changes or modifications to this equipment, not specifically approved by the Xerox Cor-
poration may void the user's authority to operate this equipment.

Shielded cables must be used with this equipment to maintain compliance with FCC regu-
lations.

( Energy Star Compliance )

Energy Star

Xerox Corporation designed this product to comply with the guidelines of the ENERGY
STAR program of the Environmental Protection agency. Asan ENERGY STAR Partner,
Xerox has determined that this copier model meets the ENERGY STAR guidelines for
energy efficiency.

Environmental Choice

Terra Choice Environmental Services, Inc., of Canada has verified that this Xerox prod-
uct conforms to al applicable Environmental Choice EcoLogo requirements for mini-
mized impact to the environment.

Auto power- off Feature

To save the pwoer consumption, this product has a auto power-off feature which enables
th product to automatically enter the power-off mode if the product remains idle for 15
minutes (default setting).

For detailed information, see "About Configuration™.



( Electrical Safety )

Use the power cord supplied with your Xerox printer/copier.

Do not use a ground adaptor plug to connect the printer/copier to a power source recep-
tacle that lacks a ground connection terminal.

Plug the power cable directly into a properly grounded electrical outlet. Do not use an
extension cord. If you do not know whether an outlet is grounded, ask an electrician to
check the outlet.

WARNING: You may get a severe electrical shock if you do not connect the grounding
conductors properly.
» Do not place the printer/copier where people may step on the power cable.
Do not place objects on the power cable.
» Do not override or disable electrical or mechanical interlocks.
» Do not obstruct the ventilation openings. These openings are provided to
prevent overheating of the printer/copier.
WARNING: Do not push objects into slots and openings on the copier. Making a con-
tact with the voltage point or shorting out a part could result in fire or electrical shock.

If you notice unusual noises or odors, switch off the printer/copier power immediately.
Disconnect the power cable from the electrical outlet. Call an authorized Xerox service
representative to correct the problem.

If any of the following conditions occur, switch off the printer/copier power immedi-
ately, disconnect the power cable, and call an authorized Xerox service representative.
» The power cable is damaged or frayed.
» Liquid is spilled into the printer/copier.
» The printer/copier is exposed to water.
» Any part of the printer/copier is damaged.

Disconnect Device

DocuColor 4 LP (Printer only)

The power cord is the disconnect device for this printer. The power cord is attached to
the printer as a plug-in device at the back of the printer. In the event it is necessary to
remove all electrical power from the printer, disconnect the power cord from the power
receptacle at the back of the printer.

DocuColor 4 CP

The power cord is the disconnect device for this printer/copier. The power cord is at-
tached to the scanner as a plug-in device that services both the printer and scanner. In
the event it is necessary to remove al electrical power from the printer/copier, discon-
nect the power to the scanner.

Vil



( Laser Safety )

CAUTION: Use of controls or adjustments or performance of procedures other than those
specified herein may result in hazardous radiation exposure.

This equipment complies with safety standards. With specific regard to laser safety, the
equipment complies with performance standards for laser products set by government
agencies as a Class 1 laser product. It does not emit hazardous light; the beam is totally
enclosed during all modes of customer operation and maintenance.

When performing various operator functions, you may see laser warning labels. These
labels are for the service mode and are placed on or near panels or shields that require a
tool for removal. These panels are not permanently removed.

( Maintenance Safety )

» Do not attempt any maintenance procedure that is not specifically described
in the documentation supplied with your printer/copier.

* Do not use aerosol cleaners. The use of supplies that are not approved
may cause poor performance and could create a dangerous condition.

» Use the supplies and cleaning materials only as directed in this manual.
Keep al of these materials out of the reach of children.

« Do not remove the covers or guards that are fastened with screws. There
are no parts that you can maintain or service behind these covers.

» Do not perform any maintenance procedures unless you have been trained

to do them by a Xerox representative or a procedure is specifically de-
scribed in one of the printer/copier manuals.
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< OEerationaI Safetx )

Your Xerox printer/copier and supplies were designed and tested to meet strict safety
requirements. These include safety agency examination, approval, and compliance with
established environmental standards.

Your attention to the following safety guidelines will help ensure the continued safe
operation of your printer/copier.

AWarning

Use the materials and supplies specifically designed for your printer/
copier. The use of unsuitable materials may result in poor performance
and possibly a hazardous situation.

Follow all warnings and instructions marked on, or supplied with, the
printer/copier.

Place the printer/copier in a room that provides adequate space for venti-
lation and servicing.

Place the copier printer/copier on alevel, solid surface (not on athick pile
carpet).

Do not place the printer/copier near a heat source.

Do not place the printer/copier in direct sunlight.

Do not place the printer/copier in line with the cold air flow from an air
conditioning system.

Do not put containers of coffee or other liquids on the printer/copier.

Do not block or cover the dots and openings on the printer/copier. With-
out adequate ventilation, the printer/copier may overheat.

Do not attempt to override electrical or mechanical interlock devices. Be
careful when working in areas identified with this warning symbol. These
areas may be very hot and could cause personal injury.

If you need any additional safety information concerning the printer/copier or materials,
contact your authorized Xerox deder.



( Ozone Safety ’

This product will produce ozone during normal operation. The ozone produced is heavier
than air and is dependent on copy volume. Providing the correct environmental parameters
as specified in the Xerox installation procedures will ensure that the concentration levels
meet safe limits.

If you need additional information about ozone, please request the Xerox publication
Ozone (part number 600E74140) by calling 1-800-828-6571 in the United States and
Canada.



( Types of Manuals )

This manual is part of the set of DocuColor 4 LP/CP documentation that includes the
following manuals for users and system administrators:

Setup Guide

This guide contains procedures from unpacking the printer/copier, confirm-
ing simple operations, troubleshooting and routine care of the printer/copier.

Administrator Guide (this manual)

This guide explains basic configuration and administration of the DocuColor
4 LP/CP for the supported platforms and network environments. It also in-
cludes guidelines for setting up Windows NT® and NetWare servers to pro-
vide PCL and PostScript[] printing services to clients.

User Guide

This guide describes how to install software to enable users to print to the
DocuColor 4 LP/CP. Specifically, it describes installation of PCL and
PostScript] printer/copier drivers, printer/copier description files, and other
user software provided on the DocuColor 4 LP/CP User Software CD. It aso
explains how to connect each user to the network, and how to set printing
options and print to the DocuColor 4 LP/CP from Windows® and Mac OS
computers.

( Screens Displayed )

Actual screens may not be identical to those shown in this manual.

In the following cases, please refer to the associated manual.
4 N

® Cannot print. .
- Setup Guide
\o An error message is displayed. )
e N
® To add another computer that is to use the printer/copier. )
. . . User Guide
® To print with color adjustments. )
e ™
® To change the network environment. . )
. . . . . Administrator Guide
® To view the settings list or a list of fonts installed.
N y

Xi
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( About this Manual )

This manual includes guidelines on the following topics:

(]

Basic configuration of the DocuColor 4 LP/CP to support printing over AppleTalk,
TCP/IP, and IPX (Novell) networks

Setting up a paralel port connection

Configuring Novell and Windows NT servers to provide DocuColor 4 LP/CP printing
services

Administering network printing

Using the DocuColor 4 LP/CP in mixed network environments

Installing the hard disk drive, additiona memory, or aternate language EPROM's

The network guidelines in this manual are not intended to replace the services of an
experienced network engineer.

Conventions

Certain conventions are used to convey special meanings in this manual, as follows:

LoOK K2y

indicates a particularly important item.

indicates a supplied item.

—

Soal.__

o

indicates a referenced item.

Bold is used to show menus or menu items as they are displayed on the control panel of the
printer/copier.



( Network Administration Features )

DocuColor 4 LP/CP software offers severa important features that affect you as a net-
work or printer/copier administrator:

* Direct (native) support of NDS with NetWare 4.x

* NetWare 4.x can aso be supported in bindery emulation.

NDS is an abbreviation for either Novell Directory Services or NetWare Directory
Services. The two names are used interchangeably.
» Simultaneous NetWare 4.x and NetWare 3.12 connections supported

One NetWare 4.x NDS tree and up to eight NetWare 3.12 bindery servers (or NetWare
4.x servers in bindery emulation mode) can be connected to the DocuColor 4 LP/CP.

» Fiery WebTools (Status, WebSpooler, WebDownloader, WebLink, and WebSetup)

Fiery WebTools allow you to manage the DocuColor 4 L P/CP from the Internet or from
your company’s intranet.

* Job tracking
Job Logs list al jobs sent to the printer.

* Support for PCL and PostScript

PCL, and PostScript are standard with the DocuColor 4 LP/CP. PostScript 3 fonts are
also included.

PCL is not available on Mac OS computers.

* Support for Windows (SMB) printing

Windows printing, aso known as SMB (Server Message Block) printing, allows you to
print on TCP/IP networks using built-in Microsoft networking support and without ad-
ditional network software. Printing using SMB allows you to print from your computer
to a particular connection (Hold, Print, or Direct) on the DocuColor 4 LP/CP.

Xiii
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( Before You Begin )

Before using the DocuColor 4 LP/CP, follow these general steps:

g!:, Confirm that the system administrator has completed printer/copier Setup as de-

scribed in the this manual.

Find out what printer/copier defaults the administrator specified in Setup.

These default settings can affect the results of your print jobs. Check with your
administrator or operator for information on these default settings.

Confirm that the user software is installed correctly on your workstation, as de-
scribed in the User Guide.

Find out what your access privileges are.

Your system or site administrator may or may not have set a password on the
printer/copier. If a password has been set, it will be required to perform job man-
agement with WebSpooler or printer/copier setup with WebSetup.

Levels of access and control

The DocuColor 4 LP/CP can be password protected, providing alevel of con-
trol for printer/copier administrators. The password determines whether a
user can modify Setup options, and whether a user has control over print
jobs in the WebSpooler queues, or copiy jobs from the scanner.

By default there is no printer password. Once an Administrator password has
been set, users are required to enter it to access Setup menus or to access the
WebSetup screens.

The copier has a factory preset password for the System Administrator of
9999. For security reasons, the System Sdministrator should change this
password as soon as possible. This Administrator password restricts access
to copier configuraiton ssettings. For more information see section 5 of this
guide.



Print connections

If your DocuColor 4LP has a hard disk drive, you can print to the Print Hold
gueues as well as the Direct connection. If your DocuColor 4LP does not
have a hard disk drive, only the Direct connection is available for printing.
All docuColor 4 CP products include a hard drive.

Direct connection

Jobs sent to the DocuColor 4 LP/CP Direct connection remain at the sending
workstation until the DocuColor 4 LP/CP isready to print. They are transmit-
ted to the printer and processed as soon as any prior job is finished printing.

Jobs sent to the Direct connection appear in the display of current jobs in
WebSpooler, but they cannot be selected for reprinting, moving, or deletion,
providing a measure of security for sensitive files. If you plan to download
fonts to the DocuColor 4 LP/CP viathe network, you must download them to
the Direct connection.

You cannot use the Direct connection for Ipr printing over TCP/IP. You can,
however, use this connection for downloading fonts.

Queues

Print queues (Print queue and Hold queue) are available on the printer/copier.
A queue is a storage area on the printer’s hard disk that is reserved for print
jobs. Queues are particularly useful when many print jobs are being sent to
the printer. When a job is printed to the Print queue or the Hold queue, it is
stored on the DocuColor 4 LP/CP hard disk rather than the user’s hard disk,
quickly freeing up the user’s workstation.

* Print queue - Files sent to the Print queue are spooled to the printer’s
hard disk drive. The DocuColor 4 LP/CP prints jobs from the Print queue
in the order in which they were received.

* Hold queue - Files sent to the Hold queue remain on the printer’s hard
disk drive until they are printed or deleted using WebSpooler. (For more
information see the User Guide.)

* Printed queue - The Printed queueisajob storage area on the DocuCol or
4 LP/CP disk; it contains the most recent jobs printed from the Print queue.
The Printed queue makes it convenient to reprint those jobs. A Setup op-
tion enables this queue and determines the maximum number of jobs re-
tained in it at any given time. Reprinting jobs in this queue requires
WebSpooler and an Administrator password, if one has been set.

XV



XVi

Password

Y ou can implement a password on the printer/copier as a means of control-
ling access to DocuColor 4 LP/CP functions. The Change Password option,
which enables you to set or change the Administrator password, can be set in
the System Setup menus, or it can be set in WebSetup screens. Once set,
users must enter the password in order to access the printer’s Setup menus,
to access WebSetup screens, and to use Administrator controls of
WebSpooler.

Also, copier password limits access to the machine. See Section 5 for more
detailed information.

Fiery WebTools

Fiery WebTools, software that allows you to remotely manage your printer/
copier and print jobs via the Internet or your company’s intranet, come pre-
installed on the DocuColor 4 LP/CP. Fiery WebTools are supported on Mac
OS, Windows 95/98, and Windows NT 4.0 computers. To enable use of Fiery
WebTools, you must do the following in Setup:

¢ Set Enable TCP/IPto Yes.
* Set an IP address for the DocuColor 4 LP/CP.
» Enter a TCP/IP gateway address and subnet mask, if they are used.

The WebDownloader is not available on Mac OS computers.

Control level scenarios

Printer/Copier access and control features are described below. Choose the
scenario that best matches your site requirements.

It is recommended that you set an Administrator password to prevent unau-
thorized changes to system settings.

g!; No designated administrator
All users have access to all printer functions. On the copier, the
Administrator password is always enabled.

A designated administrator

Only an administrator has access to all system functions, including
configuration Setup, clearing the job log and printed queues, formatting
the printer’s hard disk, performing color calibration, and managing all
jobs from remote workstations via WebSpooler.



Wordless Printer Control Panel

This section describes the wordless control panel.

Worded Printer Control Panel

The printer worded control panel described throughout the documentation
is displayed here.

-,

Em Online

B Dafz
EE Ener

e

Activity Lights

The activity lights indicate the status of the printer/copier. They are de-
scribed in the table below. The table shows the light displayed on the worded
control panel as well as the one found on the wordless control panel.

Wordless Control Panel | Worded Control Indicates:
Light Panel Light

Online LED - On when the printer is online (reedy
| K— EE miine | to acoept and process new jobs), and off when the
prirter is offline or the power is off.

Daal ED - Blinking when recaving, processing or
B Dafz printing data and off in Power Save node, when
the printer is offling or the power is off.

1010
| Po101

oono

Message LED - On when the printer requires a
] ' ER Ermt sarvice cal. Blinking when the printer requires
u operator intervention (eg., load paper).

XVii
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Printer Display Window

The LCD window on the control panel displays status messages.

Printer Buttons

The buttons and their functions are described here.

Wordless Worded Indicates:
Control Control
Panel Panel
Button Button
seeeeeanns . |Down arrow - In a fixed-length list, takes you to the
w ¥ { |nextitem in the list. W hen entering numbers or text,

decrements to the next number or character. Hold
down the button to decrement rapidly.

Up arrow - In a fixed-length list, takes you to the
previous item in the list. W hen entering numbers or
text, increment to the previous number or character.
Hold down the button to increment rapidly.

Right arrow - W hen entering numbers or text,

i : |advances the cursor.
M eeeeennad
Left arrow - W hen entering numbers or text,
-‘-ﬁ} backspaces and deletes
LI

M enu button - From Ready or Power Saver mode,
enters the setup menus. In Setup menu, advances
from one menu to the next. From a setup menu
option, returns to the previous setup menu.

Item/Enter button - Accepts an option and advances
to the next choice. W hen the printer is in Ready
mode, pressing takes the printer offline.

C @

Cancel button - In Setup menus, exits menus entirely,
returning to Ready. W hile printing, Cancel stops
printing or processing the current job.

Online button - From Ready or Power Saver mode,
enters Online (M enu) mode. From Online (M enu)
mode, pressing returns to offline.




Copier control panel

Name

Description

(1) [Reduce/Enlarge] buttons

Use the buttons to select a zoom ratio from the list, or use
[Auto] for automatic selection. The selected zoom ratio
indicator lights.

(2) [Zoom] buttons

Use the buttons to adjust the zoom ratio between 50% and
200% with 1% increments. The selected zoom ratio ap-
pears on the display.

(3) [Paper Supply] buttons

Use the buttons to select a paper tray. The selected paper
tray indicator lights and its size appears on the display.

(4) Display

The display indicates the state of various settings as well
as the machine.

(5) Contrast

Use it to adjust the contrast of the display.

(6) [Original Type] button

Use this button to select an image quality of the document.
When you press this button, the color mode selection
screen appears on the display.

(7) [Lighten Darken] button

Use this button to adjust the copy density. When you press
this button, the copy density selection screen appears on
the display.

(8) (previous) button

Use this button to select the previous item in relation to the
current item.

(9) (next) button

(V]

Use this button to select the next item in relation to the
current item.

XiX
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Name

Description

(10) [Select] button

Use this button to set (confirm) selection of a function.

(11) [Exit] button

Use this button to cancel the selected function. Also, inthe Tools
screen where there are multiple levels of selections, pressing this
button moves one level up the hierarchy.

(12) [Copy] button

Use this button to switch to the copy mode.

(13) [Tools] button

Use this button to confirm or change functions/settings of the
machine. When you press this button, the Tools screen appears on
the display.

(14) Numeric buttons

Use these buttons to enter number of copies or a pass code. Also,
use them when you need to enter a number at a function setting.

(15) “C’button

Use this button to return the entered number to 1. Also, when you
are entering a pass code, pressing this button deletes the last
character.

(16) [Start] button

Use this button to start copying.

(17) [Stop] button

Use this button to stop the copy operation being under way.

(18) [Clear All] button

Use this button to reset the machine and return all settings to their
default values (that is, when the power is turned on).
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This chapter summarizes the stages in setting up a Xerox DocuColor 4 LP/
CP and includes diagrams that refer you to other chapters or other manuals
for completing your installation.



:The printer/copier on the network
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The built-in 10BaseT/100BaseT Ethernet interface on the DocuColor 4 LP/
CP supports the following network protocols:

* AppleTalk

e TCP/IP (the lpr, nbt, and http protocols)

TCP/IP stands for Transmission Control Protocol/Internet Protocol. The
Ipd protocol is the standard TCP/IP printing protocol. The nbt protocol
supports Windows (SMB) printing. The http protocol is commonly used
for Web pages on the Internet and on intranets.

« IPX/SPX (Novell)

IPX/SPX stands for Internetwork Packet Exchange/Sequenced Packet Ex-
change.

These protocols (rules that enable computers on a network to communicate
with each other) are supported on the Windows and Mac OS, and can run
concurrently on the same Ethernet cable. Workstations that use other proto-
cols can print through a server that uses one of the protocols mentioned, or
they can print to the DocuColor 4 LP/CP paralel port.

When you add a DocuColor 4 LP/CP to a network, it is assumed that a net-
work administrator will have already installed a network cabling system and
connected workstations and servers.

» TokenRing

Xerox Corporation provides as an option the Token Ring Card. Token Ring
can operate at 4 or 16 Mbps.

The Token Ring is mounted internally and connects to the PCI port on the
EFI controller.

Configuring the Token Ring is accomplished using the Control Panel.
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Installation can be performed by a network or printing administrator. The
stages of a successful installation are:

» Physically connectingthe DocuColor 4 L P/CP to afunctioning networ k

Prepare a network node for the DocuColor 4 LP/CP- network cable and
route it to the location where the DocuColor 4 LP/CP will be installed, and
attach the cable to the network interface of the DocuColor 4 LP/CP.

—

Soalh
J L]

See'page 5 for details.

» Configuring network servers
When network servers are required, you need to configure those servers
to provide client access to the DocuColor 4 LP/CP as a color PostScript or
PCL printer/copier.

Sa:l-__

]

See Chapter 4 for information on configuring network servers in Windows
environments.

» DocuColor 4L P/CP Setup

Configure the DocuColor 4 LP/CP for your particular printing and net-
work environment.

—

Soalh
J L]

See Chapter 2 for details.

» Client setup
Instal the files needed for printing, install additional user software, and
connect the client to the DocuColor 4 L P/CP over the network. These steps
are described in the User Guide.

* System administration

Monitor and maintain system performance and troubleshoot problems that
arise.

Soalh
J L]

See.Chapter 6 and the User Guide for details.




1.2 Stages of installation on the network

Summary of DocuColor 4 LP/CP network installation

DocuColor 4 LP/CP .

CONNECTION Preparer? networl|< node)
| ConnecttheDocuColor 4 LP,
|| — P o
= Nl CP to the network.
NETWORK Network Server Configure Windows NT and IPX
(Novell) servers to specify
DocuColor 4 LP/CP print queues
SERVER and DocuColor 4 LP/CP users.
No special configuration or
T
DocuColor 4 LP/CP
— K From the DocuColor 4 LP/CP con-
PRINTER 5 D trol panel, configure System Setup,
e —— Printer Setup, Network Setup, PS
SETUP Setup, and PCL Setup.
. B

- = At each workstation that will

CLIENT == = print to the DocuColor 4 LP/CP:

' | Install the appropriate printer/copier driversand

SETUP — = printer/copier description files, and connect to
one or more print connections.

g _ _ I For computers that will use the WebTools, in-

MacOS Windows stall an Internet browser.
Verify theDocuColor 4 LP/CPinthelist of print-

ersand run atest print.

DocuColor 4 LP/CP available on the
network
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Quick path to installation

The diagrams in the following pages show typical systems that can be used
for printing and for using Fiery WebTools. To use the diagrams, find the
page with your preferred platform and network type. Then look up the setup

procedures in the pages and books referred to in the keys.

The diagrams describe devices that use the supported networking protocols.
They are logical diagrams and are not intended to describe the physical ar-
rangement (topology) of devices on the network. A variety of physical ar-
rangements is possible with each logical arrangement. For example, twisted
pair Ethernet networks commonly use a star configuration around a hub,
rather than a bus arrangement. The design of physical networks is beyond
the scope of this manual.

If the network uses more than one protocol or more than one type of work-
station, combine the setups listed for each component of your system. Note
that multiple protocols (shown in the diagrams as parallel lines) can run on
the same cable. A solid connection from the DocuColor 4 LP/CP with an
arrow indicates that other supported network types can be operational at the

same time.

The protocols used in these diagrams are indicated as follows:

IPX (Novell)

AppleTalk

TCP/IP

Parallel

Other

A5A




1.3 Quick path to installation

Mac OS environment with AppleTalk

Key to setup:
1 Mac OS computer User Guide
2 DocuColor 4 LP/CP Setup Chapter 2

Another supported
protocol

2

AppleTalk

1

1

MacOS computer
1

~

AppleTalk
protocol




1.3 Quick path to installation

Windows computers in a Novell environment

Key to setup:

1 NetWare server Chapter 4

2 DocuColor 4 LP/CP Setup Chapter 2 Another
3 NetWare client Chapter 4 supported
4 Windows computer User Guide protocol

Windows computer:
Netware client

3
Windows
computer:
Netware client
3
Windows
computer:
Netware client
I"I IPX protocol running SPX
|||“=I 3

%f SPX protocol



1.3 Quick path to installation

Windows NT Server environment

Key to setup:

1 Windows NT server Chapter 4
Another
2 DocuColor 4 LP/CP Setup Chapter 2 red
supporte
3 Windows NT client Chapter 4 PP
protocol
- . e
Windows NT . - W
Workstation

or Windows NT . 2
Server =
acting as print

server

&
LAN with R ———
NETBEUI, etc. TCP/IP (pdI) for
printing
TCP/IP for Fiery
WebTools

3

Windows computer:

3
Windows NT Workstation
computer
NETBEUI or other protocol ' Windows NT Server
available on the clients and  With TCP/IP loaded
the server 3

TCP/IP protocol



1.3 Quick path to installation

Windows computers using Windows (SMB) printing

Key to setup:
1 Windows computer User Guide
2 DocuColor 4 LP/CP Setup Chapter 2

Another
supported
protocol

Widows computer

Widows computer
1

Widows computer
1

=

TCP/IP protocol
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1.3 Quick path to installation

DocuColor 4 LP/CP parallel port connection

Key to setup:
1 DocuColor 4 LP/CP Setup Chapter 2
2 Windows computer User Guide

A supported
network protocol.

Parallel input

Protocol not directly
supported on
With the parallel port enabled, DocuColor 4 LP/CP
the DocuColor 4 LP/CP can
accept and print jobs sent to
its parallel port.

x

!
L

X 1 ke PC workstation,
« Parallel R server or laptop
.‘"|-I' -
.1 2

The rest of this chapter and the next cover installation as performed on the
DocuColor 4 LP/CP itself. This chapter describes the physical network con-
nections and summarizes DocuColor 4 LP/CP Setup and other administra-
tive functions available from the control pandl.

Parallel cable is an options with DocuColor 4 CP. The Cable can be pur-
chased from Xerox. Request Part # 98 4330.
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To prepare for DocuColor 4 LP/CP configuration:

The following steps should be compl eted before you configure the DocuCol or
4 LP/CP and the workstations that will print to the it. A service technician
will have performed some initial installation.

g!; Print a test page to make sure the DocuColor 4 LP/CP printer/copier is
functioning normally.

- the DocuColor 4 LP/CP, as described in the next section.
The network should already be installed and operational .

@:, Prepare network servers to share DocuColor 4 LP/CP user software and
to enable networked usersto print to the DocuColor 4 LP/CP, and proceed
to Setup.

[seele..

]
Chapters 2, 3 and 4 for details.
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:Ethernet cable connection
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The DocuColor 4 LP/CP supports Ethernet cabling of three types:

e Thinnet (thin coaxial Ethernet cable or 10Base?)

Uses an externa transceiver to attach to the AUI (attachment unit inter-
face) connector on the Ethernet interface of the DocuColor 4 CP.

» Thicknet (thick coaxia Ethernet cable or 10Baseb)

Connects directly to the AUI connector on the Ethernet interface of the
DocuColor 4 LP/CP.

* Unshielded Twisted Pair (UTP), defined as Category 5 for use with
100BaseT or defined as Category 3 or Category 5 for use with 10BaseT

Uses an 8-pin RJ-45 connector that plugs into the RJ-45 socket on the
DocuColor 4 LP/CP.

Unshielded Twisted Pair is also used for Token Ring.

The 100BaseT type supported by the DocuColor 4 LP/CP is 100BaseTX, also
known as Fast Ethernet. If an Ethernet hub is used, it must be a 100BaseTX
hub. The term “ 100BaseT” is used in this manual to refer to 100BaseTX.

Back view of the DocuColor 4 LP
 —

10/100BaseT connector for
twisted pair Ethernet connection

AUI connector for thicknet
Ethernet connection

Parallel connector

ot e




1.5 Ethernet cable connection

Back view of the DocuColor 4 CP
) 1

10/100BaseT connector for
twisted pair Ethernet connection

AUI connector for thicknet
Ethernet connection

e (]

Mini Sub Parallel connector

LN |

Firewire between scanner and
printer

i
Shut down the printer/copier before attaching the DocuColor 4 LP to any

network device. Do not attach cables to more than one Ethernet connector;
only one Ethernet connection can be made at any one time.

13



1.5 Ethernet cable connection

¢z« Token Ring Support with DocuColor 4 LP/CP

The DocuColor 4 LP/CP supports Token Ring networks with the optional
token ring adapter card;

Token Ring PCI PCBA Par t# 45000052

Token Ring supports: AppleTak, TCP/IP, and IPX networks simultaneously.
Fiery WebTools, WebSpooler, and Web Downloader are also accessible from
the token ring environment.

Printingtypessupported: IPX/SPX, SMB, TCP/IP, LPR

All configurations for the above printing methods are the same as 10/100
based networks setup, only 1P subnets within their respective segments will
change according to the particular LAN configurations.

¢z« Token Ring Installation

Be sure machine is turned off and power is unplugged! Also be sureto
properly ground yourself, as you will be working with sensitive electrostatic
equipment. Facing the front of the machine, pull off the right side panel
located near the existing Ethernet port on the rear of the machine. Insert the
Token Ring board, in the respective PCI slot. Secure the board with the two
screws provided with the card. Close the cover, and boot the system. Go
into systems setup, 1/0 Port Setup, and disable Ethernet, and enable Token
Ring. Ethernet must be turned off, and should not run simultaneously with
Token Ring. Configure token ring port speed, 4, 16, or auto detect. Proceed
with your local LAN configuration setup.

##« To use thicknet cable:

g!; With the DocuColor 4 LP/CP turned off, connect the thicknet cable
connector to the AUl connector on the back of the DocuColor 4 LP/CP.
Press on the latch to lock the connector.

2 Configure network servers for printing and then proceed to “Setting up
the Print Functions’.

g#+« To use UTP cable for 100BaseT or 10BaseT:

g!; With the DocuColor 4 LP/CP turned off, connect the RJ-45 cable
connector to the RJ45 socket on the back of the DocuColor 4 LP/CP.

2 Configure network servers for printing and then proceed to “Setting up
the Print Functions’.
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In addition to receiving print jobs over Ethernet, the DocuColor 4 LP/CP can

accept print jobs from a Windows computer through its high-speed, bi-di- 1
rectional parallel port. This connection is advantageous for portable com-

puters and for workstations that use dedicated networks using protocols other

than AppleTalk, TCP/IP, or IPX.

The parallel port connection can be active at the same time as the network
ports.

#z« To use parallel cable:

g!; With the DocuColor 4 L P/CP and the Windows computer turned off, attach
the parallel cable to the parallel port of the DocuColor 4 LP/CP.

Soal.__

-
The illustration on pages 12 and 13 for the location of the parallel port.

‘& Connect the other end of the cable to the paralel port on the Windows
computer.

@; Turn on the computer and the DocuColor 4 LP/CP.

g‘g Proceed to “ Setting up the Print Functions’.

S.cl.__

To print to the parallel port, you need to set up the parallel port
connection (see “ Parallel Port Setup").

Sa:l._
1"

For information on setti ng up printing to the parallel port, see the User
Guide.

Look g

Parallel cable is an optional item for DocuColor 4 CP. It is a mini
Centronics cable available from Xerox as part number 984330.

15
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The control panel on the top of the printer enables you to set options and
view the status of the printer and print jobs.

This chapter provides information about:

» Using the printer control panel

» Setting up the printer for parallel printing
» Setting up the printer for network printing
 Printing information pages

» What to do if you have difficulty printing
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Initial printer setup for network printing must be performed at the printer
control panel. When network communication settings have been established,
additional Setup options can also be specified from a client computer using
WebSetup. WebSetup provides remote access to the printer’s setup menu
options 0 System Setup, Network Setup, and Printer Setup [0 in agraphical
user interface.

Sa:l._

]

For information on setting up the printer/copier for WebTool access see the
procedures described in the User Guide.

Sa:l._
]

For instructions on how to use WebSetup to configure printer/copier setup
options, see Chapter 3.
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J i = Using the printer control panel

2.2.1

This section describes the functions of the printer control panel, illustrated

below:
.
ER Dnling Meny  Onlhe
O o I
EER =iz m m
I -
Em Ency E!’“:H E TR
nEr
i
= K=
- = i t’l -
- . 4 [ 2 ===
- | fr—
! v o+ +
d [

Activity lights

The activity lights indicate the status of the printer/copier.

This light:

Indicates:

E& Online

Online LED O On when the printer/copier is online
(ready to accept and process new jobs), and off when
the printer/copier is offline or the power is off.

[Note] ) When the printer/copier isoffline, you can-
not print.

B Data

Data LED O Blinking when receiving, processing or
printing data and off in Power Save mode, when the
printer/copier is offline, or the power is off.

= Error

Message LED O On when the printer/copier requires
a service call. Blinking when the printer/copier re-
guires operator intervention (e.g., load paper).

19
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2.2 Using the printer control panel

2.2.2 Display window

The LCD window on the control panel displays status messages.

5.:,11_.

_—

For more information on the display window, see Chapter 2 of the User Guide.



2.2 Using the printer control panel

2.2.3

Buttons
This button: Indicates:

Hlw Down arrow O In afixed-length list, takes you to the

i next item in the list. When entering numbers or text,
decrements to the next number or character. Hold
down the button to decrement rapidly.

T Up arrow O In a fixed-length list, takes you to the
et previous item in the list. When entering numbers or

text, increment to the previous number or character.
Hold down the button to increment rapidly.

H e § Right arrow O When entering numbers or text, ad-
i vances the cursor.

Hoed Left arrow O When entering numbers or text, back-

............ spaces and deletes.

Menu Menu button [0 From Ready or Power Saver mode,
g B enters the Setup menus. In Setup menus, advances from
el one menu to the next. From a setup menu option, re-

turns to the previous setup menu.
e : Item/Enter button [0 Accepts an option and advances
EE to the next choice. When the printer is in Ready mode,

Menu / takes the printer offline.

Enter
g 5 Cancel button 0 In Setup menus, exits menus entirely,
I returning to Ready. While printing, Cancel stops print-
Cancel ing or processing the current job.

Online Online button [0 From Ready or Power Saver mode,

enters Online (Menu) mode. From Online (Menu)
mode, returns to Offline.
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This section describes how to set up the printer/copier using the printer con-
trol panel. After you set up the printer/copier the first time, you may later
need to change setup information. For example, your network may change,
or you may decide not to print a start page when you turn on the printer/
copier. To change the printer setup at any time, follow the procedures out-
lined in this section.

To set up the printer/copier, turn on the machine and press the Menu button
when the message READY or POWER SAVER ON appears in the display
window.

* To advance through the list of Setup menus, press the Menu button.
* To view submenus, press the Item/Enter button.
* To accept a displayed option, press the Item/Enter button.

Before you change the setup, it's a good idea to print the current Configura-
tion page, in case you need to restore the original settings later. For infor-
mation on printing a Configuration page and other pages, see “ Printing in-
formation pages’ on page 42.

Top-level menus

When the printer/copier is not processing or printing a job, the control panel
displays READY or POWER SAVER MODE. To view the top-level menu
choices, press the Menu button. When you do so, you will cycle through
these choices.

At this screen: Press Iltem/Enter:

CHECK AND PRINT After you check one copy, prints remaining

copies or processed jobs stored on the printer/
copier disk. For details, see the User Guide.

PRINTPAGES FROMLIST Displays the printer’s resident pages.




2.3 Setting up the printer/copier

2.3.2

At this screen:

Press Item/Enter:

RESETS

» With CLEAR LOG/QUEUES displayed,
clears the Job Log and al print queues.

» With FORMAT DISK displayed, formats the
hard disk.

* With RESET COLOR displayed, resets
printer’s color calibration to factory settings.

» With RESTORE DEFAULTS displayed, re-
turns all modifiable settings to their defaults.

* With RESTART PRINTER displayed,
reboots (restarts) the printer/copier.

SYSTEMSETUPto
NETWORK SERVICES SETUP

The Setup menus enable you to specify infor-
mation about the printer/copier and to set a
password to limit access to printer Setup menus.
(For more information, see “Main Printer Setup
menus’ below.)

VISUALCAL

Allows you to calibrate the printer’s color pro-
duction. For information on VisuaCal color
cdibration see the User Guide.

COLOR ADJUSTMENT

Allows you to adjust the density and brightness
of Dry Ink. For information on Color Adjust-
ment see the User Guide.

PANEL LANGUAGE

Allows you to select a language for control
panel pages and Fiery WebTools. See Sec-
tion A.6 of Setup Guide.

Main Printer Setup Menus

The following table lists the main Setup menus and their functions (for a

complete list of top-level menus, see page 22).

I/O PORT SETUP, NETWORK PROTOCOL SETUP, and NETWORK
SERVICEs SETUP appear only for networked printers.

Choose:

To specify: See:

SYSTEM SETUP

System settings for the printer/copier; st | page 24
or change the administrator password
usad to limit access to the Setup menus.
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2.3 Setting up the printer/copier

2.3.3

Choose: To specify: See:
PRINTER SETUP Printer settings page 26
PSSETUP PostScript settings for the printer/ | page 27
copier.
PCLSETUP PCL settings for the printer/copier page 28
IO PORT SETUP Settings for th(_e network and/qr par- page 30
allel connections to the printer/
copier
NETWORK PROTOCOL SETUP Settings for the network protocols page 32
NETWORK SERVICESSETUP | SEttings for the printing services | 540 35

System Setup

This section describes first-time setup if no password has been set.

SYSTEM SETUP

To advance to the PRINTER NAME screen, press Iltem/Enter.

PRINTER NAME

[DEFAULT PRINTER NAME]

Use this option to give the printer/copier a name. The printer/copier name
can be up to 16 characters.

PRINT START PAGE
YES/NO [NO]

Use this option to specify whether the printer/copier should print a start page
when it restarts to verify that it is working properly. The Start page contains

such information as: printer name, enabled network protocols, amount of
memory installed, and options installed on the printer/copier.

PUBLISH PRINTD Q
YES/NO [YES]

Use this option to enable recently printed jobs to be stored on the printer.
The Printed queue makes it convenient to reprint those jobs.
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JOBS TO SAVE

1-99[10]

This option appears only if PUBLISH PRINTED Q is set to YES. Use this
option to specify the number of jobs to be stored in the Printed Queue.

POWER SAVER (M)
30 MIN/60 MIN/120 MIN/180 MIN[30 MIN]

Use this option to select the length of time during which there is no printer/
copier activity before the DocuColor 4 L P/CP/CP/CP switchesto Power Saver
mode. Full power mode is automatically restored when the printer/copier
receives a network print job or any button on the printer or printer or copier
control panel is pressed. Also refer to the copier password. Note that the
scanner has its own power saver setting that is independent of the printer.

LOOK gﬁ

The copier and printer have separate energy saver selections. Refer to sec-
tions 5.2 to set copier power saver.

CHANGE PASSWORD
YES/NO [NO]

Use this option to set or change the administrator password for the printer/
copier. In most cases, only the system administrator should have access to
this password.

Whenyou sdect YES inthe CHANGE PASSWORD screen, you are prompted
to enter the new password. Also refer to the copier password. Note that the
scanner has its own Administrator password independent of the printer.

NEW PASSWORD

To enter anew password use the up arrow button to scroll through characters
and the right arrow button to move from left to right, from character to char-
acter. To delete a character, use the left arrow button. The password can be
any combination of letters and numbers up to 16 characters. When you are
finished, press the Item/Enter button. Also refer to the copier password.
Note that the scanner has it's own Administrator password independent of
the printer.

25
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2.3 Setting up the printer/copier

2.3.4

VERIFY PASSWORD

To verify anew or existing password, you must enter the password again. If
you make amistake, you will be prompted to enter the password again. Note
that the scanner has its own Administrator password independent of the
printer.

ook

The Copier and Printer have separate passwords. Refer to section 5.4 and
5.5 to set the copier password for user and system administrator.

Printer Setup

The Printer Setup options set the printer’ s page description language (PDL),
paper size, and specify the ability to print under low Dry Ink conditions.

PRINTER SETUP
To advance to the PAGE DESC LANG screen, press ltem/Enter.

PAGE DESC LANG
PS/PCL/AUTO [AUTO]

Use this option to select a default page description language for your printer.
If you select AUTO, the printer will automatically detect and interpret the
page description language used by the file.

DEFAULT PAPER
LETTER/A4 [A4]

Use this option to specify the default paper size to print on. Information pages
fromthe PRINT PAGES FROM LIST menu (Menu Help, Configuration page,
Test Pattern, PS or PCL Font list, Job Log and Test page) are printed on the
default paper size set here.

DRY INK LOW

CONTINUE/STOP [CONTINUE]

Use this option to specify the behavior of the printer/copier when Dry Ink in
a cartridge is low. Select CONTINUE to print even when Dry Ink is low;
select STOP to stop printing when the Dry Ink islow. If Stop is selected and
aprint job is sent while Dry Ink is low, the printer/copier error light flashed.
When the Dry Ink has been replaced, the job is printed.

Replace Dry Ink soon after the Dry Ink Low/Replace [Dry Ink color] mes-
sage appears.
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2.3.5

PostScript Setup
The PostScript setup menus enable you to set PostScript printing options.

PS SETUP
To proceed, press Item/Enter.

PRINT TO PS ERR
YES/NO [NO]

Use this option to specify whether to print the portion of a print job pro-
cessed before a PostScript error is encountered. Select YES to print the por-
tion of the job that was processed and a description of the PostScript error,
which may help you troubleshoot the error; select NO to cancel printing when
a PostScript error is encountered.

COVER PAGE
YES/NO [NO]

Usethis option to specify whether a Cover (job summary) page will be printed
at the end of each print job. Select YES to print a page with the name of the
user who sent the job, the document name, the number of pages printed, and
the status of the job.

If a PostScript error occurred and PRINT TO PS ERR is set to YES, the
error message will be printed on the Cover page, along with the job status.
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2.3 Setting up the printer/copier

2.3.6

PCL Setup

The PCL Setup menus enable you to set PCL printing options on PCL jobs
sent to the printer without formatting instructions.

LooK ¥y

PCL is available only when printing from Windows computers.

PCL SETUP
To proceed, press Item/Enter.

The PCL Setup options in this section apply to unformatted ASCII text files.

DEF ORIENTATION
LANDSCAPE/PORTRAIT [PORTRAIT]

Use this option to specify the default orientation of the print job on the pa-
per. Select PORTRAIT to print text across the short dimension on a Portrait
orientation page; LANDSCAPE to print text across the long dimension on a

Landscape page.

FORM LENGTH
5-128 [60 LINES]

Use this option to specify the number of lines of text per page to print.

Form length varies according to the orientation of the paper.



2.3 Setting up the printer/copier

The next setting and the remaining settings in this section apply to ASCII
text files on a per job basis.

FONT NUMBER
0-45 [0]
Use this option to specify which PCL font to print. For a complete list of 2

available PCL fonts and their corresponding font numbers see Appendix B of
the User Guide.

PITCH (CHAR/IN)
0.44-99.99 [10.00]

Use this option to specify the pitch, or number of fixed-space, PCL charac-
ters per horizontal inch to print.

FONT SIZE (PT)
4.0-999.75 [12.00]

Use this option to specify the point size of the font to print.

SYMBOL SET

ISO-4, 1S0O-6, ISO-11, 1ISO-15, ISO-17, ISO-21, ISO-60, ISO-69, PC-8, WIN
3.0, ROMAN-8, WIN-L1, WIN-L2, WIN-L5, DESKTOP, PS TEXT, PC-8TK,
PC 852, PC 850, PC-8DN, ISO L1,ISO L2, ISO L5, LEGAL [PC-8]

Use this option to specify the PCL Symbol set to print.

A symbol set is a specific set of symbols provided by afont. In general, each
set is designed with a unique application in mind. The PC-8 symbol set, for
example, was designed to support US IBM PC applications.

VisualCal color calibration and Color Adjustment screens, which appear
next in the sequence of screens, are described in the User Guide.
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2.4.1 I/O Port Setup

The 1/0 Port Setup menus allow you to specify and set up the printer port
type, including Ethernet or parallel port.

I/O PORT
SETUP

To advance to the next screen, press Item/Enter.

2.4.2 Ethernet

ETHERNET
OFF/ON [ON]

Select ON to enable Ethernet network communication.

ETHERNET SPEED

AUTO DETECT/10 TWISTED PAIR/10 AUI/100 [AUTO DETECT]

Select AUTO DETECT to automatically detect the speed at which data can
be transferred over the Ethernet network, or optionally specify the speed
and cabling of your Ethernet network.

2.4.3 Parallel Port Setup

In addition to receiving print jobs over Ethernet, the printer can receive print
jobs from a computer through the high speed parallel port.

PARALLEL PORT
OFF/ON [ON]

Use this option to enable printing through the parallel port.

I/O TIMEOUT
0-300 SECONDS [30 SECONDS]

If parallel port is set to ON, use this option to specify how long the printer
waits without receiving data from the parallel port before deciding that the
current job is complete. During the timeout, the printer cannot receive new
jobs through the parallel port, but it continues to receive network print jobs.



IGNORE EOF

YES/NO [YES]

If PARALLEL PORT isset to ON, use this option to specify that the printer/
copier should ignore end-of-file (EOF) messagesin afile. To print PostScript
filesin binary format (not ASCII), this option must be set to YES. When this
option is set to YES, the printer uses the value you entered for the paralel
port timeout to determine when it has reached the end of the file.
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Zs ) Pam Specifying network protocol

Network Protocol Setup

Network Protocol Setup options are used to specify and setup TCP/IP
Ethernet, AppleTalk, and IPX (Novell) network protocols.

NETWORK PROTOCOL
SETUP

Press Item/Enter to proceed.

TCP/IP Ethernet (DocuColor 4 CP only function)

Enable Auto IP - Yes/No - AUTOIP is the module that handles automatic
TCP/IP configuration for the system

Enable DHCP - Yes/No

Enable BootP - Yes/No

Enable Rarp - Yes/No

AUTOIP

AUTOIP is the module that handles automatic TCP/IP configuration for the
system. It uses a set of standard discovery protocol - RARP, BOOTP and
DHCP.

RARP

RARP, reverse address resolution protocol, is specified in RFC 903. Itisan
ancient protocol for a client to query for its IP address. The RARP server
maintains a database of eazch client's IP address and its hardware address.
When the client boots up, it sends the RARP server its hardware address, and
the server returns the clients IP address in the reply.

RARP protocol only works for clients on the same segment as the RARP
server. (Very few machines use this protocol)

BOOTP

Given the little information RARP provides, a new protocol, BOOTP, speci-
fied in RFC 1542, was designed to alow clients to query for more informa-
tion. In addition to the IP address ,a client may request additional informa-
tion through the use of BOOTP options (RFC 2132). The administrator sets
up a database on the BOOTP server so that the server can return the requested
information aong with the 1P address of the client.

Option may be unanaswered if the server doesn't have the information in its
database. With the help of BOOTP relay agents, BOOTP can work across
segments. The client just talks to the agent on its segment and the agent will
be the relay to the actual BOOTP server.
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DHCP

DHCP, or dynamic host configuration protocol (specified in RFC 2131), is
an extension to BOOTP that allows dynamic alocation of IP addresses .
Unlike BOOTP or RARP where cleints get the IP address once and for al,
DHCP assigns "leases’ to the assigned | P addresses. The client is required to
renew its lease with the server in order to keep its address. If alease expires,
the DHCP server reclaims the address and is free to assign it to another cli-
ent. Other than this, DHCP works that same way as BOOTP. They share the
same packet structure and options. DHCP can also work across segments by
using DHCP relay agent, whic isreally just aBOOTP relay agent. DHCP is
widely used by Windows machines.

TCP/IP Setup
TCP/IP-ETHERNET
YES/ NO [NO]

Select YES if you have a TCP/IP network connected to the printer/copier
over Ethernet cabling.

—

Soal.__
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For more information on setting up TCP/IP printing using Ethernet, see Chapter
4.

The following options are displayed only if TCP/IP-Ethernet is set to YES

ETH. IP ADDRESS
[127.000.000.001]

Use the arrow buttons to assign the printer/copier an Ethernet IP address.
Press Item/Enter to accept your selection.

ETH. SUBNET MASK

[255.255.255.000]

This option lets you modify the subnet mask for printing with TCP/IP over

Ethernet. The subnet mask is set to 255.255.255.000 by default. If you set

the IP address and you need to set the subnet mask, enter one of the follow-

ing values:

» 255.000.000.000 if the IP address starts with a number less than 128

» 255.255.000.000 if the IP address starts with a number from 128 through
191

e 255.255.255.000 if the IP address starts with a number greater than 191
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2.5 Specifying network protocol options

On the LCD and in the descriptive text, the terms IPX, IPX (Novell), and
NetWare are used somewhat interchangeably. In fact, IPX refers to the net-
work protocol, NetWare to the network operating system software that uses
IPX protocols; Novell has created and trademarked this network operating
system.

E.-:l o,
- "

For more information on setting up Novell printing see “ Setting up the
DocuColor 4 LP/CP on an IPX network".

Novell Frame Types

The next screens enable you to select the Ethernet frame type used for com-
munication between your NetWare file server (or NetWare file servers if
you connect to more than one) and the printer.

SELECT NOVELL
FRAME TYPES

Press Item/Enter to advance to the Novell frame type screens.

ETHERNET 802.3
YES/NO [NO]

Sdlect YES to enable Ethernet 802.3

ETHERNET 802.2
YES/NO [NO]

Select YES to enable Ethernet 802.2.

ETHERNET I
YES/NO [NO]

Select YES to enable Ethernet 11.

ETHERNET SNAP
YES/NO [NO]

Select YES to enable Ethernet SNAP.
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2.6.1

The Network Services Setup menus allow you to establish network services
for your printer.

NETWORK SERVICES SETUP
To advance to the ENABLE PSERVER screen, press ltem/Enter.

ENABLE PSERVER
YES/NO [NO]

This screen does not appear if Novell is not enabled.

Select YES if you have a Novell network connected to the printer and if you
have aready configured a NetWare printer, a print server, and one or more
print queue objects for print jobs. Pserver allows you to enter the names of
the Novell objects that are concerned with printing to the DocuColor 4 LP/
CP.

Pserver is a program on the printer that services al the Novell print queues
that are assigned to this printer. If you select YES to enable Pserver, you can
proceed to configure NetWare Directory Services (NDS) and/or Bindery ser-
vices.

NDS Setup

ENABLE NDS
YES/NO [NO]

NetWare Directory Services (NDS) is used with Netware 4.x. Select YES to
enable NDS.

The following screen appears only if NDS is enabled.

CHANGE SETTINGS?
YES/NO [NO]

Select YES to specify or change NDS settings.

NDS TREE

Use the up and down arrows to select atree from the NDS tree list and press
Item/Enter. If you select atree for which earlier NDS settings exist, the fol-
lowing aert screen appears.
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NEW TREE DELETES
BINDERY SETUP

This aert message warns you that your previous Bindery settings if any will
be deleted.

DEL BIND SETUP?
YES/NO [NO]

Select YES if you wish to delete Bindery settings.

LOGIN TO BROWSE?

YES/NO [NO]

Select YES if alogin is required to browse the NDS tree. Navigation trees
enable you to find the login object for the file server on the NDS tree you
wish to log in to. Select NO if alogin is not required for browsing.

FIND LOGIN
OBJECT

If you selected YES in the previous screen, you may start to browse. Press
Item/Enter.

[CURRENT PATH]

Use the up and down arrows to scroll through options. To display objects
below the level of the selected object, press Item/Enter.

The current path of the previously selected object appears in the top line of
the LCD display. The first item in the scrollable Object list appears in the
second line. Use the arrow buttons to browse the NDS objects listed in the
display.

The".." option moves you up one level on the tree; pressing Item/Enter puts
the previous second line object on the top line and displays the next lower
level object on the tree on the second line. When you see the login object in
the second line, press Item/Enter. From any screen, press Item/Enter to
accept an object, or Menu to escape.

LOGIN OBJECT

Use the up and down arrow buttons to select a login name and press Item/
Enter.

ENTER PASSWORD

Use the arrow buttons to enter the password. Press Item/Enter to accept the
password.
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BROWSE TREE TO
PRINT SERVER

To begin navigating to the Print Server, press Item/Enter.

[NDS TREE NAME]

The NDS tree name appears in the top line of the LCD display. Thefirst item
at alevel below the tree name appears in the second line. Use the arrow but-
tons to browse the NDS objects listed in the display. Press Iltem/Enter to
accept an object.

[CURRENT PATH]

The current path of the previously selected object appears in the top line of
the LCD display. The first item in the list of objects at the next level down
appears in the second line. Use the arrow buttons to browse the NDS objects
listed in the display.

After choosing an object, press Item/Enter to display the next lower level
objects. Choose *.." and press Item/Enter to go up the tree. When you see
the name of the print server, press Item/Enter and PRINT SERVER wiill
appear in the first line indicating that the listed entry has been chosen.

PRINT SERVER

Use the up and down arrow buttons to scroll through the list of available
print servers. After selecting a server, press Item/Enter. If the print server
login requires a password, the ENTER PASSWORD screen appears. If a
password is not required, the PRINT Q SEARCH screen appears.

ENTER PASSWORD

Use the arrow buttons to enter the password. Press Item/Enter to accept the
password.

PRINT Q SEARCH
ENTIRE NDS TREE/SUBTREE [ENTIRE NDS TREE]

PressIltem/Enter if you want the printer to search the entire NDS tree for the
print queue object. Use the arrow buttons to designate a subtree object. The
printer will search for queues below this object. Press Item/Enter.
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2.6 Network Services Setup

2.6.2

BROWSE TO PRINT
Q SUBTREE ROOT

This message is displayed if you selected SUBTREE in the previous screen.
To advance to the NDS browse screens, and browse to the print queue root,
press ltem/Enter.

Navigate the NDS objects as before. Press Item/Enter to display objects be-
low the level of the selected object in the previous screen’s second line.

When you see the print queue subtree object in the second line, press Item/
Enter. In the next screen, scroll to display “.” in the second line and press
Item/Enter to end your search.

PRINT Q ROOT
The selected object is displayed. Press Item/Enter to accept.

Bindery Setup

The following screens are used for Bindery setup. Be sure that the printer is
connected to the network and that you have aready configured one or more
Netware 3.x file servers with a print server and a print queue for print jobs.
Note that you can also configure Netware 4.x servers to run in Bindery emu-
lation mode, but you cannot add a 4.x server running in emulation mode that
is on the tree you selected in NDS Setup.

Sa:l-__

]

For more information on setting up printing using Novell NetWare, see "on-
figuring a NetWare server for printing".

The NetWare server must be running. You need a login name, and a pass-
word, if one has been set.

ENABLE BINDERY
YES/NO [YES]

Use this option to enable bindery emulation services.
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BINDERY SETTINGS

VIEW/CHANGE/SKIP/REMOVE FSERVER [VIEW]

Use the up and down arrow buttons to scroll through menu options. Select
VIEW to display alist of Novell file servers already connected to the printer.
Select CHANGE to display alist of all available serversin order to add one
or change the print server setting. Select REMOVE FSERVER to display a
list of connected servers that you can disconnect. Select SKIP to skip bind-
ery options and advance to the POLLING INT screen.

CONNECTED SERVRS

After you choose VIEW inthe BINDERY SETTINGS screen, use the up and
down arrow buttons to view the list of connected servers. Press Item/Enter
to skip the remaining bindery options and proceed to the POLL INT screen.

REMOVE FSERVER

After you choose REMOVE FSERVER inthe BINDERY SETTINGS screen,
use the up and down arrow buttons to scroll through the connected servers.
After selecting a server to remove, press Item/Enter. The POLL INT screen
is displayed next.

AVAILABLE SERVERS

After you choose CHANGE inthe BINDERY SETTINGS screen, usethe up
and down arrow buttons to scroll through a list of all available servers. After
selecting a server to add or modify, press Item/Enter. If a password is re-
quired to login to the server, the FILE SERVR LOGIN screen is displayed.

FILE SERVR LOGIN
SUPERVISOR

Use the up and down arrow buttons to scroll through options:. SUPERVI-
SOR, ADMINISTRATOR, or ENTER LOGIN NAME. Pressltem/Enter to
accept an option.

ENTER LOGIN NAME
[GUEST]

This screen is displayed only if ENTER LOGIN NAME is selected as file
server login. Use the arrow buttons to enter the login name. Press Item/En-
ter to accept the password.

SERVER PASSWORD
Use the arrow buttons to enter the password.
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2.6 Network Services Setup

2.6.3

PRINT SERVER
[LIST]

Use the up and down arrow buttons to scroll through the list of print servers
defined for the selected file server. After selecting a print server, press Item/
Enter. If apasswordisrequiredtologin, the PSERVER PASSWORD screen
is displayed.

PSERVER PASSWORD

Use the arrow buttons to enter the password. Press Item/Enter to accept the
password. If fewer than eight file servers are connected, the ANOTHER FS?
screen is displayed. If the maximum number of file servers are connected,
the POLL INT (SEC) screen is displayed.

ANOTHER FS?
YES/NO [YES]

Select YES to redisplay alist of available servers you may connect to. Select
NO to stop adding file servers and display the POLLING INT screen. You
can connect the printer to a maximum of eight Novell files servers at once.

Polling interval

POLL INT (SEC)

1-999 [15]

Use the up and down arrow buttons to specify the interval, in seconds, at
which the printer communicates with the Novell server.

If you select a short interval, the amount of network traffic increases; this
may slow down other network jobs.

SMB Setup

Server Message Block (SMB) is a point-to-point file sharing and printing
protocol, and the default printing method of most Windows applications.
SMB runs on top of TCP/IP and does not require IPX. When file and printer
sharing for Microsoft clients is enabled, SMB can be run on Windows 95/98
and Windows NT.

Soal.__
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For information on setting up SMB printing from your computer, see the
User Guide.
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ENABLE SMB
YES/NO [NO]

Use this option to enable network communication using SMB.

USE NAME SERVER

YES/NO [NO]

Select YES to designate a specific WINS (Windows Internet Name Server)
server as an SMB server. You will then be prompted to enter this server’s IP
address.

NAME SERVER IP
[127.000.000.001]

Use the arrow buttons to enter the 1P address of the WINS server you wish to
use.

SERVER NAME
Use the arrow buttons to enter a name for the printer (SMB server).

SERVER COMMENT

Use the arrow buttons to enter a comment about the printer (SMB server).
This name will identify the printer in the Windows Network Neighborhood.
For example, “Production use only.” Once set, this comment will appear in
the second line of the LCD when the SERVER COMMENT screen is dis-
played. When the printer is selected on a client machine, the server comment
will appear under the Details section of the Server information window.

DOMAIN NAME

Enter the workgroup or domain you want the DocuColor 4 LP/CP to appear
in. Lowercase letters are not alowed.

Use the arrow buttons to enter the domain name or workgroup of the printer
(SVIB server).
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There are several pages that reside in the printer’s ROM that you can print
from the control panel. This section contains instructions for printing these

pages.
Page: Description:
2 PRINT CONFIGURATION | A page that gives the current device configuration
PAGE and ligts the sdected options for dl Setup menus

PRINT TEST PATTEN A page that includes a test pattern used for engine
diagnostic purposes.

JOBLOG A ligt of the most recently printed jobs

For information about using the WebSpooler to view

and manipulate jobs in the Job Log, see the User
Guide.

The Job Log is available only on printers with a hard
disk drive.

PCL FONTLIST A lig of PCL fonts resident on the printer

MENU HELP A one-page overview of the control panel, its
components, and how they work, including a
list of top-level menus and a brief explanation
of each menu

PS FONT LIST A lig of PogtScript fonts resdent on the printer

TEST PAGE A Tedt pagethat enablesyou to confirm thet the printer
is properly connected.

This page includes samples of color so you can
troubleshoot printing problems as well as such in-
formation as. printer name, enabled network proto-
cols and amount of memory.

Y ou can print an information page before you set up the DocuColor 4 LP/CP
or at other times from the READY or the POWER SAVE ON screen.
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2.7 Printing information pages

gz« T0 print an information page:

{1} Turn on the machine and allow it to warm up.

Messages appear on the control panel as the DocuColor 4 LP/CP runs
through its power-up tests.

{®: From the READY screen, press the Menu button on the printer control
panel until the message PRINT PAGES is displayed.

g,;a; Press the Item/Enter button to display the name of the first information
page.

@ Press the up and down arrow buttons until you see the page you would
like to print, and then press Item/Enter.

The DocuColor 4 LP/CP prints your selection.
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J Pamlf you have difficulty printing
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If you have difficulty printing, check the printer status, use the table below
to try and resolve the problem, and try printing again.

None of the control
panel lights are on, and
nothing appears in the
LCD.

The power switch has not
been turned on.

Check
switch.

the power

For more information,
see the Setup Guide.

The power cord is not se-
curely attached.

Check the power cord.
For more information,
see the Setup Guide.

There is no power to the
electrical outlet itself.

Check and see if the
outlet is turned on.

The data light neither
blinks nor stays on
constantly (it stays off)
when a print job is sent
over the network or the
parallel connection, or
acopy job is sent from
a DocuColor 4 CP.

The interface cable is not
connected properly.

Make sure the network or
pardld cable connector is
properly attached.For
more information, see the
SHup Guide.

Either the printer driver
is not installed, or the
computer has not been
correctly set up.

Check the settings on
the host computer. For
more information, see
the Setup Guide.
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Fiery WebSetup provides remote access to the printer’s Setup menu options.
You can use Fiery WebSetup to remotely view and modify the current con-
figuration of your printer/copier. Almost all of the options in System Setup,
Network Setup, and Printer Setup can be set using WebSetup.

Before you can access the Fiery WebTools you must complete the follow-

ing:

* Initia printer/copier setup, specifically, setting the IP address, as well as
its subnet mask and gateway address, if they are used.

* Client setup, specifically, enabling network communication, and installa-
tion of a recommended browser.
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To access WebSetup you need an Internet browser and the IP address or
DNS name of the DocuColor 4 LP/CP.

#=< T0 access Fiery WebSetup:

g!; Start your Internet browser application.

ey

‘a; Enter the |P address or the DNS name of the DocuColor 4 LP/CP in the

URL line of your browser.

Get the IP address or DNS name of the printer/copier from your network
administrator.

i Fiery WebTools: Joe DC 4 LP - Netscape:

Fiery WebTools

Jog OC4CP

Siatus B 7
WebSpoolss |l
Weblink | 7
WebDownlcader @ 7

webSetup 1] 7

@ ' EENT R A

The DocuColor 4 LP/CP home page appears. The individual Fiery
WebTools are listed on the left. To display information about a particular
tool, click the question mark next to its name.



3.1 Setup from WebSetup

(@ Click WebSetup.
If a password has been set, you are prompted to enter it before you can
access WebSetup.

5 wabsatup - 1041820

Syrslem Selup
Network Sciup

Printer Selup

| rights resersed

The options that you can specify from Fiery WebSetup are grouped into
three categories. System Setup, Network Setup, and Printer Setup. These
are described in the following sections.

If you change a Setup option, the Cancel and Save buttons flash when
you click to select another Setup category. You must click either Save
or Cancel before you can proceed to another Setup category or exit Fiery
WebSetup.

* Click Save to save a change made to a setting.

* Click Cancd to cancel a change.
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3.1 Setup from WebSetup

3.1.1 System Setup

In System Setup, you specify settings from two tabs: the System Setup tab
and the Password tab.

#=< T0 set System Setup options:

Click the System Setup button.

[ 5 wertiSnap - 12,138,146, 102

ZEiaal Llaes bpkel \Windos

System Setup tab
The options that you can set from the System Setup tab are described
below.

System Name [0 The default name of the printer appears in this text
field. Edit the default name here. Thisisthe name you should enter when
you configure a connection to the printer over AppleTalk.

Print Start Page [0 Select thisoption to print a start page each time the
printer/copier is restarted.



3.1 Setup from WebSetup

Enable Printed Queue [0 UsingaDocuColor 4 CPor, if your DocuColor
4L P has a hard disk drive installed, select this option to create a storage
location on the hard disk for the most recent print jobs. Users with
Administrator privileges can use the WebSpooler to reprint jobs in the
printed queue without sending those jobs again.

Jobs Saved in Printed Queue [0 specify the number of jobs (from 1-
99) to be saved in the Printed Queue.

Password tab

From the Password tab you can set an Administrator password or change
the existing one for the printer only. Once an Administrator password
has been set, users will be prompted for this password when they attempt
to access WebSetup or WebSpooler.

LooK it

Changing this password does not affect the copier administrator
password.
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3.1 Setup from WebSetup

#== T0 set or change the Administrator password:

e Click the Password tab.

ot WAl i - 10,2 16D

[ Sustoen Sk | Passrecid

Hetwork Setup

Printor Setup

el oy LB
Fisciroricedor
Innging, Inc
Copyrightio] 150
Al Fghts s ool

Canuel

| Whaming: Ak windom

Enter New Password [0 To set a new password, enter a password in
the Enter New Password text field.



3.1 Setup from WebSetup

Verify Password [0 Toverify anew password, enter the same password
in the Verify New Password text field as you have entered in the Enter
New Password text field.

You can also enter or change the Administrator password in the System
Setup menus on the printer’s control panel. By default no password is
set on the DocuColor 4 LP/CP. It isrecommended that a password be set
to protect the printer/copier from accidental or incorrect changes to
printer/copier Setup settings.

3.1.2 Network Setup

In Network Setup, you specify settings from four tabs: Port Setup, Protocol
Setup, PServer Setup, and Service Setup.

#z« 10 set Network Setup options:

Click the Networ k Setup button.

o bEotup - 131381461 02
Pot | Prok -

ST S o s

e

Zat=aill | devem vppind hineced
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3.1 Setup from WebSetup

The Port Setup tab is the first tab displayed in Network Setup. After
setting all the optionsin the Port Setup tab, click the next tab and continue
to specify settings until you have made settings for al relevant options
in the Network Setup category.

Port Setup tab
The options that you can set from the Port Setup tab are described below.

Enable Ethernet 0 Enable thisoption if the DocuColor 4 LP/CPisto
be connected to an Ethernet network.

Transmission Speed O Select Auto Detect if your network
environment is mixed, or select the speed (10 Mbps or 100 Mbps) of the
network to which the DocuColor 4 LP/CP is attached.

Enable Parallel Port 00 Enablethisoption if you want to print through
the parallel port. You can connect a single Windows computer to the
parallel port and print directly to the DocuColor 4 LP/CP.

Enabling the parallel port does not conflict with Ethernet communication
with the DocuColor 4 LP/CP.

Ignore EOF Character O Available only if Enable Parallel Port is
enabled, this option specifies that the DocuColor 4 LP/CP should ignore
end-of-file (EOF) messages. Enabling this option is required to print
PostScript filesin binary format (not ASCII); under normal circumstances,
this option should not be enabled. When this option is enabled, the
DocuColor 4 LP/CP uses the parallel port timeout value to determine
when the end of the file has been reached.



3.1 Setup from WebSetup

Protocol Setup tab

The options that you can set from the Protocol Setup tab are described
below.

| Symtem Satup

| Prister ot

ari=ml Hava Bpolet Wirdow

The DocuColor 4 LP/CP can accept jobsviaTCP/IP, AppleTalk, and IPX/
SPX simultaneously. To configure the DocuColor 4 LP/CP, choose each
protocol and enter the settings for that protocol.

Enable on Ethernet [0 Enablethisoptionif you haveaTCP/IP network
connected to the DocuColor 4 LP/CP over Ethernet cabling.

You must enable TCP/IP for Ethernet to use the Fiery WebTools over
Ethernet.

IP Address [0 Enter the DocuColor 4 LP/CP IP address for Ethernet.
The DocuColor 4 LP/CP is shipped with the I P address set to the loopback
address (127.000.000.001), which is an internal address used for network
checking. If you plan to print with TCP/IP, you must first assign the
DocuColor 4 LP/CP a unique network |P address.

=8

For information about setting up printing with TCP/IP, see * Network
Protocol Setup” on page 32.
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3.1 Setup from WebSetup

Subnet Mask [0 If you need to set the subnet mask, enter one of the
following values:

e 255.0.0.0 if the IP address starts with a number less than 128

» 255.255.0.0 if the IP address starts with a number from 128 through
191

» 255.255.255.0 if the IP address starts with a number greater than 191

Be sure to confirm the subnet mask setting with your network
administrator before proceeding. In some cases the required setting may
be different from those listed.

Gateway [ If your TCP/IP network has a gateway, and users outside
the gateway plan to print to the DocuColor 4 LP/CP using TCF/IP, enter
the gateway address here. By default, the loopback address,
127.000.000.001, is set. Obtain the correct gateway address from your
network administrator.

Enable AppleTalk O Enable this option if you have an AppleTak
network connected to the DocuColor 4 LP/CP. This setting enables the
DocuColor 4 LP/CP to communicate over AppleTalk networks.

Select Zone O The DocuColor 4 LP/CP searches the network for
AppleTak zonesin your network segment. Scroll through thelist to select
the AppleTak zonein which you want the DocuColor 4 LP/CP to appear.
If your segment has only one zone, the DocuColor 4 LP/CP is assigned
to that zone automatically.

If no AppleTalk zone can be found, your network may have no defined
zones, or else the network cable has not been connected Choose OK .

—

Soal.__

]
Refer to "Before You Proceed".

Select Frames O Click the Select Framesbutton to specify IPX frames
used with NetWare. See your network administrator to verify which frame
type to choose.

InthelPX Framesdialog box, select frames and usethe Add and Remove
buttons to specify the selected frames.



3.1 Setup from WebSetup

PServer Setup tab
IPX (Novell NetWare) options are set in the PServer Setup tab.

[EiwobSetup - 13130

Lancel

laal | Java Sppket andeer

You can modify both NetWare 3.x (Bindery) and NetWare 4.x (NDS)
configurations from Fiery WebSetup. Select the Enable NDS option if
your network uses NetWare 4.x in native mode. Click Bindery Setup if
your network uses NetWare 3.x or uses NetWare 4.x in bindery emulation
mode.

LOOK¢zg

If your network uses both NDS and Bindery, set up NDS first. Setting up
NDS after Bindery will overwrite Bindery Setup. If your network uses both
NDS and Bindery, including using NetWare 4.x servers in bindery
emulation, the DocuColor 4 LP/CP cannot service NDS and bindery
emulation servers on the same NDS tree.
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3.1 Setup from WebSetup

PServer Setup (NetWare Services)

The Enable PServer mode option must be turned on if you have a Novell
server connected. Y ou can, however, change the PServer polling interval
and then modify either Bindery Setup or NDS Configuration.

LOOK¢zg

To set Enable PServer mode you must first specify an IPX frame type.
This option is located in the Protocol Setup tab.

PServer Setup (NDS Configuration)

In initia setup, the DocuColor 4 LP/CP was connected to the network
and an NDS directory tree, with a Printer, a Print Server, and one or more
Print Queue objects. You can make any changes to that setup through
WebSetup. To modify NDS Setup you may need permission to browse
the NDS tree. If access to the Print Server is restricted, you'll need a
login password.

Note that the terms NetWare server, Novell server, and IPX server arein
common use and are used here interchangeably to mean the server on an
IPX network running Novell NetWare networking software.

* Enable NDS

NDS has already been enabled. Uncheck this box only to remove NDS
support.

» Change Trees...
Click to open the Add NDS Tree window.

* Add NDS Tree

Y ou can have only one NDS tree, so the following processis required
to change trees:

&!; Select the current NDS tree and click Remove.

o

i Select the new NDS tree and click Add.




3.1 Setup from WebSetup

Your new NDS tree selection automatically overwrites any
previous tree selection. If you change the NDS tree selection and
there are also current Bindery settings, you are alerted that they
will be deleted. If you continue with NDS Setup, you can replace
Bindery settings afterwards. To exit NDS Setup, choose Cancel.

@; Click OK.
The Select login user window appears.
» Select Login User

&!} Select the User Login object from the display in the Select Login
User window.

& Enter a password if necessary.
@; Click OK.
The Select print server window appears.
 Select Print Server

x!:, Select the print server from the display in the Select Print Server
window.

2 Enter a password if necessary.
{@3 Click OK.
The Select Print Queue Root window appears.

 Select Print Queue Root

&!} Select the print queue root from the display in the Select Print
Queue Root window.

2 Enter a password if necessary.

g::j, Click Finish.

The NDS Configuration window reappears, showing the new
settings.
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3.1 Setup from WebSetup

* Enter Print Server Password

x!:, Enter the Print Server password (if required).

ey

‘#: Click OK to return to the WebSetup window.

PServer Setup (Bindery Setup)

Use Bindery Setup if you have already configured one or more bindery
servers (file servers running NetWare 3.x or NetWare 4.x in bindery
emulation) with a Print Server and a Print Queue for DocuColor 4 LP/CP
jobs. Before entering bindery settings, be sure the DocuColor 4 LP/CPis
connected to the network and the NetWare file server is running. You'll
need a login name, and, if access to the file server or print server is
restricted, you'll need a login password.

The terms NetWare server, Novell server, and IPX file server are in
common use and are used here interchangeably to mean the server on
an IPX network running Novell NetWare networking software.

Because you can set up more than one Novell server to handle DocuColor
4 LP/CP print jobs, Bindery Setup allows you to add or delete new file
server connections and view the connections you have selected. The
options are:

* Bindery Setup...

Click the Bindery Setup button to display the Add Connections
Window.

* Add Connections

g!; Click the server you want to add.

o

‘& Click Add.

ga; Enter your user name and password.
4 Click OK.
The Add Server password window appears.

@, Enter your name and password.
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{8 Click OK.
The Add Server window shows alist of print servers you can add.
* Add Server

g!; Select a print server from the list on the left.

ey

‘#: Enter a password if a password is required.

a@, Click Finish. 3
You return to the main Novell Setup dialog box.

g{g, Click OK.

Service Setup tab

The Service Setup tab is used to set Windows Printing Service options.
Windows Printing Service enables the Microsoft SMB protocol, which
supports peer-to-peer printing, aso known as Windows (WINS) or SMB
printing.

f=a Wb iietup - 171701 46102

JOES DC 4LP

59



60

3.1 Setup from WebSetup

Enable Windows Printing Service O Enable this option to enable
SMB (Server Message Block), the file and printer sharing protocol built
into Windows. Enabling SMB allowsthe DocuColor 4 LP/CPto belisted
on the network so that Windows clients can print to a particular print
connection without any other networking software. For information on
how to set up aWindows client for Windows printing, seethe User Guide.

Windows (SMB) printing runsover TCP/IP, so TCP/IP must be configured
on the DocuColor 4 LP/CP and on all workstations that use Windows
printing.

Server Name [ The server name is the name that will appear on the
network. It can be the same name as the server name assigned in Server
Setup.

LOOK ¢zg

Lowercase letters are not allowed.

Server Comment - Server comments (optional) can contain information
about the printer/copier.

Domain or Workgroup - Enter the workgroup or domain you want the
DocuColor 4 LP/CP to appear in.

LOOK ¢zg

Lowercase letters are not allowed.

Use WINS Server [0 Select to use a WINS name server. Broadcasts
from SMB devices cannot be routed beyond their original network
segment without a WINS name server. Setting up the WINS name server
isoutsidethe scope of thismanual. Tofind out if aname server isavailable,
contact your network administrator.

IP Address [0 Enter the IP address of the WINS Server (if available).

The Enable LPD Printing Service and Enable Web Services options are
not in effect for the DocuColor 4 LP/CP.



3.1 Setup from WebSetup

Printer Setup tab

The Printer setup tab is used to specify the printer’s default page
description language (PDL), paper size, and the ability to print under
low Dry Ink condition.

[=iwebietup - 13100

Nl b Seolup

x| derea ppiet aindoor

Page Desc. Language [0 Specify adefault page description language
for your printer. If you select AUTO, the printer will automatically detect
and interpret the page description language used by the file.

Default Paper Size 0 Specify the default paper size to print on.
Information pages from the PRINT PAGES FROM LIST menu (Menu
Help, Configuration page, PS or PCL Font list, and Test page) are printed
on the default paper size set here.

Dry Ink Low [ Specify the behavior of the printer when Dry Ink in a
cartridgeislow. Select continue to print even when Dry Ink islow; select
STOP to stop printing when the Dry Ink islow. If Stop is selected and a
print job is sent while Dry Ink is low, the printer/copier error light comes
on. When the Dry Ink has been replaced, the job is printed.
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3.1 Setup from WebSetup

PS Setup tab
The PS Setup tab is used to specify PostScript printing options.

| symtom Serup

| Helwiork Salup

Priiei Solig

izl Havs Apelst Wirsow

Print to PS Error O Specify whether the DocuColor 4 LP/CP should
print the available portion of a print job when it encounters a PostScript
error. Select Yesto print the portion of the job that was processed before
the error occurred; select No to cancel the job entirely whenever a
PostScript error is encountered.

Cover Page [0 Specify whether the DocuColor 4 LP/CP prints a cover
(job summary) page at the end of each print job. If you select Yes, each
print job is followed by a page containing the name of the user who sent
thejob, the document name, the server name, the time the job was printed,
the number of pages printed, and the status of the job. If a PostScript
error occurs, and the Print to PS Error option isset to Y es, an error message
takes the place of the job status.
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PCL Setup tab
The options that you can set from the PCL Setup tab are described below.

The PCL Setup options in this section apply to unformatted ASCII text
files.

LooKCg

PCL is available only when printing from Windows computers.

i =ivWebSotp - 13,1301 46102 3

| | [ Aot Wi

Form Length (Lines) [0 Specify the number of lines of text per page
to print.

Form length varies according to the orientation of the paper.
Font Number 0O Specify which PCL font to print. For acomplete list of

available PCL fonts and their corresponding font numbers see the
Appendix of the User Guide.
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3.1 Setup from WebSetup

3.1.3

Pitch (char/inch) O Specify the pitch, or number of fixed-space, PCL
characters per horizontal inch to print.

Font Size [0 Specify the point size of the font to print.

Default Orientation [0 Specify the default orientation of the print job
on the paper. Select Portrait to print text across the short dimension on a
Portrait orientation page; Landscape to print text across the long
dimension on a Landscape page.

PCL Symbol Set [0 Specify the PCL Symbol set to print. A symbol set
is a specific set of symbols provided by a font. In general, each set is
designed with a unique application in mind. The PC-8 symbol set, for
example, was designed to support US IBM PC applications.

Restarting the printer/copier

When you have finished specifying settings from Fiery WebSetup, click Save,
and then close the Fiery WebSetup window by clicking the x in the top right
corner of the window. The Reboot window appears asking if you want to
reboot the printer/copier. Select Yes to reboot the printer/copier and initial-
ize the new settings.
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This chapter describes environments that typically include one or more net-
work servers-Novell NetWare servers and Windows NT 4.0 servers that will
share printing to the DocuColor 4 LP/CP. It describes setting up servers that
use IPX/SPX or TCP/IP protocols for communicating with the DocuColor 4
LP/CP. In addition, it includes some guidelines for setting up direct commu-
nication from Windows NT 4.0 workstations, where a network server is op-
tional. The chapter also outlines the requirements for network clients to print
to the DocuColor 4 LP/CP and to run the Fiery WebTools. If your network is
based on Windows NT 4.0, skip to page 89.

Setting up a NetWare environment correctly requires the cooperation of the
Novell network administrator. You must have administrator privileges on
the network to create new NDS or bindery objects.
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The software built into the DocuColor 4 LP/CP supports the following net-
work operating environments:

* NetWare 4.x 0 Novell Directory Services (NDS)
* NetWare 3.x 0 Bindery services
» Servers running NetWare 4.x in bindery emulation mode

The term “bindery server” is used to refer to a Novell file server running
NetWare 3.x, or running NetWare 4.x in emulation mode. Theterm “NDS’ is
used to describe components of a NetWare operating system running
NetWare 4.x in native mode.

NetWare clients print to the DocuColor 4 LP/CP through the Novell network
server. Server setup and client network setup are outlined here. Client print-
ing setup and printing is described in the User Guide.

The DocuColor 4 LP/CP can accept jobs concurrently from NetWare, Win-
dows NT 4.0, and AppleShare servers, aswell as jobs sent directly from Win-
dows or Windows NT. NetWare clients on Mac OS or Windows NT 4.0 com-
puters can print via the NetWare server. The DocuColor 4 CP also accepts
concurrent copy jobs.

The DocuColor 4 LP/CP can receive print jobs from NetWare clients over
the Ethernet network topologies. During DocuColor 4 LP/CP setup, you se-
lect the frame type that will be used for communication between the
DocuColor 4 LP/CP and network servers. Frame type refers to the format of a
communications packet; frame types are specified in a startup file when the
NetWare server (or any other workstation) loads its network drivers.
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The following information is all that experienced network administrators
need.
A DocuColor 4 LP/CP with IPX connections has these characteristics:

» Both NetWare 3.x and NetWare 4.x are supported directly. NetWare 4.x is
also supported through bindery emulation.

e A minimum connection to the DocuColor 4 LP/CP consists of a NetWare
file server, a NetWare print server, and a NetWare queue.

* A single directory tree (for NetWare 4.x) and up to eight bindery servers
can be configured simultaneously.

» The DocuColor 4 LP/CP looks for print jobs on one NetWare print server
per bindery server.

» Each print server can store jobs for any queue on the DocuColor 4 LP/CP.

4.2.1 Overview of IPX printing to the DocuColor 4 LP/CP

NetWare file servers support the creation of print queues, which are storage
areas for print jobs. When a client on a remote computer decides to print, the
job is directed to a print queue on the NetWare file server and spooled to the
NetWare server disk, freeing up the client workstation.

The queues on the NetWare server must be named to match the Direct con-
nection and the Print, and Hold queues on the DocuColor 4 LP/CP. The
NetWare queue names should be given an extension corresponding to the
DocuColor 4 LP/CP queue, as follows:

xjdirect
xjhold
Xjprint

LOOK¢zg

The extension names must be in all lowercase and must be in English.

Print and Hold queues are available only on printers with an optional hard
disk drive.
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4.2 Tips for experts-IPX networks

There is no need to rerun Setup when adding or removing a NetWare queue;
however you should initialize these settings by turning the printer/copier off
and on after a queue is created or removed.

When the DocuColor 4 LP/CP is configured to connect to a NetWare server,
it polls the NetWare server for jobs in each of its queues. If jobs are found,
they are transferred over the network to the matching connection: Print to
Print, Hold to Hold, Direct to Direct. While a job is processed and printed, a
record of the job is being created. You can access the Job Log containing
these records at any time.
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43.1

The following sections explain how to set up a NetWare file server so that
networked users can print to the DocuColor 4 LP/CP from their worksta-
tions, and the DocuColor 4 LP/CP can obtain print jobs from the NetWare
server.

For each NetWare file server that you configure, follow these general steps.
More detail is provided in subsequent sections.

» Make sure the server is connected to a functioning I1PX network.

* Log in from a PC connected to the NetWare file server. With Novell 3.x,
log in as the Supervisor; or with NDS or Novell 4.x, log in as Admin.

» For NetWare 4.x installations, set up an NDS connection (see page 71).

» For NetWare 4.x in emulation mode, set the bindery context (see page
75).

» For NetWare 3.x and for NetWare 4.x in bindery emulation, set up afile
server, a print server, and a print queue for the DocuColor 4 LP/CP (see
page 82).

With bindery services, you can route all DocuColor 4 LP/CP print jobs
through the same NetWare file server, or you can configure more than one
file server to handle DocuColor 4 LP/CP jobs.

The functions you perform on the Novell server, on the DocuColor 4 LP/CP,
and on the client workstation, are summarized in the following tables. The
first table applies to NDS connections, the second to bindery connections.
Complete the operations in the left column, then the center column, then the
right column.

Configuring an NDS connection

Abbreviations:

FS =file server

PS = print server

PQ = print queue (on the NetWare server)
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4.3 Configuring a NetWare server for printing

On NDS FS: On DocuColor 4 LP/CP On client workstation:
printer control panel:

INNETADMIN: I/O PORT SETUP Install user software
Create NDS PQs Ethernet Setup For printing:
Create NDS printer/ | NETWORK PROTOCOL SETUP Connect client to PQ(s) that
copier and assign IPX/SPX Setup-select frame you set up on the NetWare FS
PQs type(s) (associated with the PS sel ected
Create PSand assign | NETWORK SERVICE SETUP in NDS Setup)
the printer/copier PServer Setup and NDS Setup
Configure users of Select Root

the PQs

Browse to select PS
Specify PQ search root (op
tional)

Set Polling Interval

Configuring a bindery connection

On Bindery FS:

On DocuColor 4 LP/CP
printer control panel:

On client workstation:

INn PCONSOLE:
Select NetWare FS
(up to 8)

For each FS:
Configure PS
Configure PQ
Configure users of

the PQ

I/O PORT SETUP
Ethernet Setup

NETWORK PROTOCOL SETUP
IPX/SPX Setup-select frame
type(s)

NETWORK SERVICE SETUP
PServer Setup and Bindery
Setup
Add FS (up to 8)
Set Polling Interval

Install user software

For printing:

Connect client to PQ(s) that
you set up on the NetWare FS
(associated with the PS selected
in Bindery Setup)




4.3 Configuring a NetWare server for printing

4.3.2

Setting up an NDS connection

In NDS, all NetWare entities (objects) are organized in a hierarchical tree
structure. Objects have a name, properties, and a context which defines the
location of the object in the directory tree. For the DocuColor 4 LP/CP you
are mainly concerned with defining a printer, a print server object and one or
more print queue objects. Objects are created in NetWare administrator pro-
grams (PCONSOLE or NETADMIN which are text-based, or NetWare Ad-
ministrator, which has a graphical user interface and context-sensitive help).

The top-level tree object is known as the [Root] object. The name of the
[Root] object is also the name of the tree. Below the [Root] are other objects:
either containers (which consist of other objects) or leaf objects (which do
not contain other objects). Access to objects is controlled by rights that are
defined as properties of each object. Rights are established by network ad-
ministrators.

LOOK¢zg

The procedures that follow work with all versions of NetWare 4.x. With NetWare
4.11 or later, you can combine the procedures using the Print Services Quick
Setup dialog box.

The following procedures describe creating container objects in a Novell
structure using the NetWare Administrator utility on Windows 95 or Win-
dows NT. This utility, NWADMIN95.exe, is generally located on the
\PUBLIC\WIN95\ directory of the SY Svolume. To define new objects, launch
the utility and log in to the Novell directory tree as the Administrator.

The next three sections describe the procedures for defining a print queue
(or queues), printer, and print server object.
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4.3 Configuring a NetWare server for printing

gz« T0 create an NDS print queue:

x!; Browseto the NDS container where the print queue will belocated. Select
a container object.

This is the NDS container you will select later in Network
Setup>Pserver>NDS setup.
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‘& Choose Create from the Object menu.

@:, In the New Object dialog box, select Print Queue and click OK.
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4.3 Configuring a NetWare server for printing

%g,, In the Create Print Queue dialog box, select Directory Service Queue
and select the volume where the print queue object will be located. Enter
aname for the queue in the Print Queue name text box. Select the Define
additional properties check box and click Create.
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See page 67 for queue naming conventions.

If your printer does not have a hard disk drive, you can define a Direct
connection only. If your printer/copier has a hard disk drive ingtaled (All
DocuColor 4 CPs have hard disks), repesat this step to create two additiona
queues (Print and Hold), to print to.

@ In the dialog box that appears, select the name of the user you would
like to allow to print to the connection or queue from the Users list, and
click Add. Repeat this step for each user. When you have finished adding
users, click OK.
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4.3 Configuring a NetWare server for printing

#s< 10 create an NDS printer/copier and assign aqueue to the printer/
copier:

g!; Choose the NDS container that contains the print queue. Choose Create
from the Object menu.
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& In the New Object dialog box that appears, choose Printer and click
OK.
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@; Enter a name for the printer/copier, check the Define additional
properties check box and click Create.
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Prinhes mmne:
Lreate
[FRINTER_] :I
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Thisisthe NDS print server nameyou will select later in Networ k Setup>
PServer >NDS setup.

%{!; Choose assignments and click Add.
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In the next step you will assign a print connection and/or print queues to
the printer object you have created.

@V Choose the direct connection from the Available Objects list and click
OK.
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4.3 Configuring a NetWare server for printing

aﬁ; If you have defined additional queues for this printer, select the print
gueue name from the Print queues list, and click Add. Repeat this step
for each connection. When you have finished, click OK.
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##« T0 create an NDS Print server:

x!; Choose the NDS container that contains the printer and print queue
objects. Choose Create from the Object menu.
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Pamrk
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@; Enter aname for the print server, check the Define additional properties 4
check box and click Create.
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4.3 Configuring a NetWare server for printing

@ Choose a printer/copier from the Available Objects list and click OK.
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@; In the diadlog box that appears, select the name of the user you would like to
alow to print to the print server from the Users ligt, and click Add. Repeat
this step for each user. When you have finished adding users, click OK.
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The remaining Setup can be performed on the DocuColor 4 LP/CP, or
can be performed using the WebSetup WebTool.

-
A general outline of the steps follows; for more detailed information on
setting up the Print Functions from the control panel, see page 22.
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For more information about setting up the printer/copier using
WebSetup, see page 46.

#z« Completing the setup on the DocuColor 4 LP/CP:

4.3.3

g!; Inthel/O PORT SETUP screens, enablethe port you will usefor printing
to the DocuColor 4 LP/CP.

‘2 IntheNETWORK PROTOCOL SETUP screens, configurethe protocols
you will use.

@:, In the ENABLE NOVELL screens, select the frame type(s) that will be
used between the NetWare server(s) and the DocuColor 4 LP/CP.

g{g; In the NETWORK SERVICES SETUP screens, select YES in the
ENABLE PSERVER screen, and select YES inthe ENABLE NDS screen.

@ Identify the NDS tree on which the printer, print server, and print queue
have been defined.

@ Select the user login object.
@ |dentify the defined print server.

@ Finally browse to container object that containsthe print queue or queues.

Setting the NetWare 4.x bindery context

You can connect only one directory tree to the DocuColor 4 LP/CP. If you
need to connect additional NetWare 4.x servers, you can do so by using bind-
ery emulation, which causes the 4.x server to behave like and be accepted as
a NetWare 3.x server.

LooK g

The file server selected must not be in the same tree as that selected in NDS
Setup.
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4.3 Configuring a NetWare server for printing

Up to eight bindery servers, whether in native 3.x mode or in 4.x emulation,
can connect to the DocuColor 4 LP/CP.

=

If your server is using NetWare 3.x, proceed to “ Setting up a DocuColor 4
LP/CP print queue for bindery” on page 82.

In order to set up the NetWare 4.x server in bindery emulation mode for
printing to the DocuColor 4 LP/CP, the network administrator must do the
following:

» Determine the Directory Services path to the container in which the print
server and the print queue for the DocuColor 4 LP/CP will be created.

The container defines the “bindery context” for your network structure.
* Edit the network startup file to set the bindery context.
» Activate the new bindery context.
This section describes the second and third steps. Given the variety of pos-

sible network structures, it is impractical to suggest a bindery context that
applies to every network.

#%+ T0 set the bindery context (The following should be completed
by the System Administrator):

&!; Establish a connection with the server which will have the DocuColor 4
LP/CP queue.

This is best done by the network administrator from the server console.
It can also be done remotely using the RCONSOLE utility. For more
information, refer to your NetWare documentation.

& At the NetWare server console, type load install.

The Instalations Options menu is displayed.

Ingiwl ek iem Oph dsne |

Iviver aps banz L il Ipwd disk and retwark drivescs
bHzk aptienz rguressmarrerStest dazsk partitiomsz)
¥a larvs 2 ps bos pguresmeent Sdessewnt we buseg
Licwrime wgrt wuw 1 gl L

Capyp Fales aptisn L skan

Lirw E1m



4.3 Configuring a NetWare server for printing

{@} Select NCF FilesOptions.

g‘!; From the menu of available NCF files, choose Edit AUTOEXEC.NCF
file.

Inekalbab ien Opt iore

il rctwark drivesrcs
I:I dazk partitiomz)

PEEE GEThErF,

@y Type a new line anywhere in the file as follows:

set Bindery Context = enter your bindery context here

Ile== BNTOENET, HCF

PRy FIFET J:MEclg RH>
[y LAET DT:omm:ag aMl

B s R S
@; Press Esc to close the window, and save changes.

qy Proceed to the next section to activate the bindery context.
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4.3 Configuring a NetWare server for printing

#s< 10 activate the bindery context:
gJ;, If you cannot reboot the NetWare server at this point, type the set
command manually at the server’s colon prompt.

Use the same command as you entered in the autoexec.ncf file (in step 6
of the previous procedure).

/9 : If you can reboot the NetWare server, the set command is loaded
automatically.

You are ready to set up the DocuColor 4 LP/CP print server and print
gueue. See the next section for details.

4.3.4 Setting up aDocuColor 4 LP/CP print queue for bindery

For NetWare 3.x and for 4.x in emulation, the NetWare print server and print
queue for DocuColor 4 LP/CP are created and configured from NetWare Print
Console (PCONSOLE), a NetWare utility that is stored in NetWare's PUB-
LIC directory.

As with NDS, first you create several NetWare entities on a Novell server,
then you select them in Network Setup on the DocuColor 4 LP/CP control
panel.

#z« TO set up a NetWare bindery print server for printing to the
DocuColor 4 LP/CP:

gl; Log in to the NetWare server as the Supervisor.

e

‘4 At the NetWare MS-DOS prompt, type pconsole.

If you are using NetWare 4.x in bindery mode, Print Console
(PCONSOLE) hastwo modes. Pressthe F4 key to switch to Bindery mode.

The Available Options menu is displayed.

Available Options

Change Current File Server

Print Queue Information
Print Server Information




4.3 Configuring a NetWare server for printing

@; Choose Change Current File Server and press Enter.

g{g; Using the arrow keys, select the name of the file server you'll use for
sharing DocuColor 4 LP/CP printing and press Enter.

| File Server User Name
ACCOUNT ING SUPERVISOR
GRAPHICS SUPERUVISOR

Thisisthefile server you select later in DocuColor 4 L P/CP Network >
PServer > Bindery Setup.

@ Choose Print Server Information from the Available Options menu.

@ Press the Insert key, type a name for the new print server, and press
Enter. Then press Esc.

| Print Servers

PARALLEL vailable Options I

ge Current File Server
t Queue Information

[Neu Print Server Name:PrintServer H

You must select the same print server here and in DocuColor 4 LP/CP
Networ k >PServer > Bindery Setup.

@ Choose Print Queue Information from the Available Options menu.
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4.3 Configuring a NetWare server for printing

%@; Press Insert and type a name for a new DocuColor 4 LP/CP print queue.

Press Enter.

Sesl.,
$*.

Pag'e 93 for queue naming conventions.

| Print Queues

PARALLEL®

vailable Options |

ge Current File Server
t Queue Information

|

New Print

Queue Name: Color_Printer_Q H

Print Queues, and press Enter.

*@; Make sure the print queue name you created is selected in the list of

The Print Queue Information menu is displayed.

Print Queues

Color_Printer_Q
PARALLELQ

@ From the Print Queue Information menu, choose Queue Servers, and

press Enter.

A blank Queue Servers list is displayed.

84

vailable Opt

ge Current F

t Queue Info

t Server Inf
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Print Queue Information

Current Print Job Entries
Current Queue Status
Currently Attached Servers
Print Queue ID

Queue Operators

Queue Servers

Queue Users




4.3 Configuring a NetWare server for printing

i;lj, Press the Insert key.
The Queue Server Candidates list is displayed.

Queue Server Candidates || Queue Servers

PrintServer |  [M(Print Server)

PARALLEL (Print Server)

[

e

r

@ Use the arrow keys to select the name of the print server you created in
step 6 and press Enter.

The server name you select will appear in the Queue Servers list.

You have associated the selected DocuColor 4 LP/CP gqueue with the
print server you created in step 6.

The DocuColor 4 LP/CP obtains jobs from all queues defined for a print
server, and all jobs from one file server go to the same queue on the
DocuColor 4 LP/CP.

@ If you wish to set up a print queue on another file server, press Esc to
close the windows until only the Available Options menu is displayed.
Repeat the steps beginning with step 3.

The DocuColor 4 LP/CP can support up to eight file servers on Ethernet.

d} If you have configured all the servers you need, press Esc to exit all

Print Console windows.

@ Choose Yes or press Return to save changes to Print Console.
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Before setting up client workstations for printing, make sure you perform
Network Setup on the DocuColor 4 LP/CP (see “ Setting up the Print Func-
tions’ on page 22), and that the settings reflect the entities you created in the
Net Ware administrator utilities (see page 71).

LooK g

For printing to the DocuColor 4 LP/CP, connect all Windows clients to a Novell
NetWare server and permit them to connect to the server or servers on which
you defined a DocuColor 4 LP/CP queue.

After the Novell server and the DocuColor 4 LP/CP have been set up, client
setup consists of:

* Instaling the networking protocol, binding it to the network adapter card,
and permitting the client to log in to the NetWare file server.

On Windows 95/98 workstations, both the 1PX/SPX-compatible protocol
and the Client for NetWare Networks should be loaded from the Network
Control Panel. On Windows NT workstations, Client Service for NetWare
should be installed. Use the CSNW option in Control Panel to set printing
options and specify a preferred NetWare server.

These operations can also be performed using Novell Client for Windows
95/98, and Windows NT.

» Setting up the DocuColor 4 LP/CP as a PostScript or PCL printer by in-
stalling a PostScript or PCL printer driver and the DocuColor 4 LP/CP
PPD or PDD (PostScript or PCL printer description file).

* Adding a network port and connecting the workstation to one or more
NetWare queues that have been defined for the DocuColor 4 LP/CP.

S;:l._
See | 'éhe User Guide for details on how to connect Windows 95/98 and
Windows NT 4.0 workstations.

 Installing other optional client software, such as Color Reference files.

Soal.__

Seé the User Guide for details
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LH .-c:-':-c':x: i
HOHE ARAHEHEHE

When aWindows NT 4.0 computer is configured to connect to the DocuColor
4 LP/CP using TCP/IP, it can print directly to the DocuColor 4 LP/CP. If the
computer shares the printer over the network, it is acting as a print server to
Windows NT 4.0 and Windows 95/98 clients. The client machines print to
the DocuColor 4 LP/CP by printing to the WindowsNT 4.0 print server. Print-
ing can then be monitored and controlled at the Windows NT 4.0 server ma-
chine.

With TCP/IP protocols loaded, you can also run WebTools from a Windows
NT 4.0 Server or Windows NT 4.0 Workstation computer. Windows 95/98
clients can also run the Fiery WebTools over TCP/IP.

If there are many Mac OS computers or other PostScript printers at the site,
the Windows NT 4.0 server can aso use AppleTak protocols for printing to
the DocuColor 4 LP/CP. You can load AppleTalk on the Windows NT 4.0
server as an aternative to TCP/IP (see page 91).

LooK g

From User Guide section 1.3 Queue names:
Xjprint

xjhold

xjdirect
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:Tips for experts-Windows NT 4.0
s With TCP/IP

When TCP/IP network connections are made from Windows NT 4.0 work-
stations, note the following:

Make sure you have avalid |P address for the DocuColor 4 LP/CP and for
any workstations that will print to it or run Fiery WebTools.

In DocuColor 4 LP/CP Network Setup > Protocol Setup > TCP/IP Setup >
Ethernet Setup, enable TCP/IP and enter the I P address for the DocuColor
4 LP/CP. Also enter the Subnet mask and Gateway address, if they are
used.

Make sure your DocuColor 4 LP/CP name and address are listed in a do-
main name services (DNS) or a host name database used by your system.

Make sure your system host table includes the correct internal name for
the DocuColor 4 LP/CP as a remote printer/copier.

Install the DocuColor 4 LP/CP PostScript and PCL printer descriptions
and the PCL printer driver on the Windows NT 4.0 server (see the User
Guide).

The DocuColor 4 LP/CP PostScript and PCL printer descriptions are pro-
vided on the User Software CD.

Repeat the installation for everyone who prints to the DocuColor 4 LP/CP.

Each server and workstation running the WebToolswith TCP/IP al so needs
the TCP/IP protocol .
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To configure a Windows NT 4.0 server to communicate with the DocuColor
4 LP/CP, follow these general steps. More detail is provided in subsequent
sections.

* Load the Microsoft TCP/IP Printing service (see the next section).

» Enter the host name of the DocuColor 4 LP/CP in the host database used
by your system (see page 91).

* On the DocuColor 4 LP/CP, perform Server Setup, Network Setup, Printer
Setup, PS Setup, and PCL Setup.

* Onthe Windows NT 4.0 server, create a printer for each DocuColor 4 LP/
CP queue, install the appropriate printer drivers (if necessary) and (op-
tionally) share the printer on the network (see page 92).

» Enter the host name and internal name of the DocuColor 4 LP/CP in the
printer connection.

##+ To add TCP/IP network services:

g!; Log in to the Windows NT 4.0 server as Administrator.

v

@. |n the Control Panel, double-click the Network icon.

The Network Settings dialog box appears.

{8 Click the Services tab and dlick Add.

g{g; In the Select Network dialog box, select Microsoft TCP/IP printing and
click OK.

@ In the Windows NT Setup dialog box, specify the location of your
Windows NT 4.0 software files and click Continue.

Insert your windows NT 4.0 System software CD and specify the CD-
ROM drive' s volume; or, if the files reside of your hard drive or on the
network, specify the appropriate path.

gﬁ; Click the Protocols tab and configure the windows NT 4.0 server with
its own IP address, subnet mask and default gateway.

For Windows NT 4.0 Configuration options, you can choose various host
name systems, see your Windows NT 4.0 documentation.
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4.7 Configuring a Windows NT 4.0 server to support the DocuColor 4 LP/CP

%:?y When you are finished configuring TCP/IP, click Apply and close the

Network Control Panel.
@ Restart your computer.

g@ Add the printer to the network. (See the next section.)

4.7.1 Adding the DocuColor 4 LP/CP to the TCP/IP network

If your TCP/IP network consists of Windows NT 4.0 servers and Windows

NT 4.0 clents, use the directions in this section.

gz+ 10 add the DocuColor 4 LP/CP to a TCP/IP network with a Win-

dows NT 4.0 server:

g!:, On the DocuColor 4 LP/CP, perform Server Setup, Network Setup and

Printer Setup to support TCP/IP printing.

Enter the options in Protocol Setup (IP address of the DocuColor 4 LP/

CP, Subnet mask, and Gateway address).

2 Register the IP address of the DocuColor 4 LP/CP in the host name

database used by your system.

For installations that don’t have a network administrator or a central
host name database, add the DocuColor 4 LP/CP to the hosts file on the
Windows NT 4.0 server. Also add it to the hosts file on any workstations

that have TCP/IP loaded and will use the Fiery WebTools.

¢+ Adding a DocuColor 4 LP/CP entry to the Windows NT 4.0 hosts

file

The hosts file maps remote devices to |P addresses. Host hames are used in
TCP/IP environments to locate IP addresses. Users can then communicate
with any device over TCP/IP by using the host name rather than having to

remember its |P address.

A generic hostsfileis added to the Windows directory when you install TCP/

IP support.
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LOOK¢zg

If there is no system-wide host name database, use the following procedure
to create a local hosts file. If there is a system-wide host database, skip the
following procedure.

#z+ To enter the host name of the DocuColor 4 LP/CP:

g!; On the Windows NT 4.0 server and on each client computer, navigate to
the hosts file that you use for your network or for your local computer.

The path to aloca hosts file will resemble the following:

c:\WINNT\system32\drivers\etc\hosts

2 Openthe hostsfilewith any ASCI|I text editor such as Notepad (Windows)
or Edit (DOS).

@; Type an entry for the DocuColor 4 LP/CP (IP address and host name)
similar to the other entries in this file.

The format of the hosts entry is:
|P Address<TAB>host name<TAB>#comments

where<TAB> indicatesthat you pressthe Tab key.

LooK]Cg

Type the entry without any spaces, but substitute the values appropriate
for your environment. The host name should be the same name you gave
to the DocuColor 4 LP/CP in the Server Setup on the control panel.

A sample entry for the DocuColor 4 LP/CP as the remote computer/
printer/copier, in which we' ve defined the host name of the printer/copier
asAstrois:

127.0.0.1<TAB>Astro<TAB>#Marketing_printer

To determine the IP Address and Server Name of your system, print a
Configuration page from the DocuColor 4 LP/CP printer control panel
(see page “Printing information pages’ on page 41. ).

g{g; Save the file as “hosts’” and exit the application.

91
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4.7 Configuring a Windows NT 4.0 server to support the DocuColor 4 LP/CP

4.7.2

Installing the DocuColor 4 LP/CP as a shared
PostScript printer/copier

The first step in creating a printer is installing the Windows NT PostScript
printer driver and the DocuColor 4 LP/CP PostScript printer description file
(PPD), which gives your applications access to some printer features. The
installation instructions in the User Guide can be used for every workstation
that will print directly and independently to the DocuColor 4 LP/CP. How-
ever, if you are an administrator running Windows NT 4.0 Server or Win-
dows NT 4.0 Workstation, you can also create a printer and share it with
Windows NT 4.0 clients on the network. When a printer is shared, Windows
NT 4.0 clients who are not able or are not given permission to establish an
independent network connection to the DocuColor 4 LP/CP have to print
through the server.

You can specify sharing of the printer at any time. If you have not yet in-
stalled the DocuColor 4 LP/CP printer files on the Windows NT 4.0 print
server computer, do so now use the following procedure to share the
DocuColor 4 LP/CP.

#¢<« 10 make the DocuColor 4 LP/CP a shared PostScript printer/
copieron a Windows NT 4.0 computer:

&!} Click Start > Settings > Printersto open the Printers window.

o

i Select the DocuColor 4 LP/CP.

ga; Open the Properties dialog box (right-mouse click and choose Properties)
and click the Sharing tab.
x‘g, Select Shared and enter a share name for the DocuColor 4 LP/CP.

Use a DOS-compliant share name if your network includes Windows for
Workgroups clients. Use a name that indicates the DocuColor 4 LP/CP
queue if you wish to publicize that information.

{8} Click OK.
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4.7.3 Setting up another printer/copier

If more than one DocuColor 4 LP/CP printing connection is published (for
example, if both the Print queue and the Hold queue are published), you may
wish to create a printer for each printing connection so that you and other
users can print to each queue directly.

#=< 10 set up another printer/copier with Windows NT 4.0:

g!; Click Start > Settings > Printersto open the Printers window, and then
double-click Add Printer.

2 Us ng the instructions in the User Guide, install another copy of the
DocuColor 4 LP/CP printer/copier files.

When prompted to specify the printer/copier name, you may want to
enter a name that indicates the printer’s queue.

@:, Follow the instructions in the User Guide to set up the printer/copier for
TCP/IP and Ipr printing.

In the first line of the Add LPR compatible printer/copier dialog box,
enter the same |IP address or host name used for the first printer/copier.

In the second line of the Add LPR compatible printer/copier dialog box,
enter either hold or print depending on the queue to be used. The queue
name is case-sensitive; be sure to enter it in all lowercase.
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Each client of a Windows NT 4.0 server is aready using a network protocol
to communicate with the server. Each client can print to the DocuColor 4 LP/
CP if it has been shared by a Windows NT 4.0 Server or Windows NT 4.0
Workstation computer. In that case the client does not have to use the same
network protocol to connect to the Windows NT 4.0 server as the server uses
to communicate with the DocuColor 4 LP/CP.

gz« 10 connect and print to the DocuColor 4 LP/CP shared by the
Windows NT 4.0 server:

For Windows NT 4.0 Workstation clients, before printing, connect to the
print server computer and select the DocuColor 4 LP/CP. Right mouse click
and choose the Open command. When prompted, click Yes to have Win-
dows set up the printer.

After clients have selected the printer, they can choose it from the Print Setup,
Page Setup or Print dialog box of their application. Clients can change print-
ing options for their own job, but printer properties are grayed and not avail-
able for changing. When a client chooses Print, the job is transmitted to the
Windows NT 4.0 print server, and from there to the selected queue on the
DocuColor 4 LP/CP. Thejobislisted in the Print Manager on the client work-
station, and the administrator can track it in the DocuColor 4 L P/CP window
in the Print Manager on the Windows NT 4.0 print server.
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WindowsNT 4.0 serverscan also use AppleTalk for printing to the DocuColor
4LPICP.

When creating a printer that you are sharing with AppleTak users, do not
“capture” the printer. Capturing the printer forces all users to print to the
server rather than directly to the printer. If you capture the printer, DocuCol or
4 LP/CP queues will not appear in the Mac OS Chooser.

Loading the AppleTalk protocol on a Windows NT 4.0 server is different
from installing TCP/IP. You must install Services for Macintosh, and install
Windows NT Service Pack 3 or higher. For more information, see your Win-
dows NT 4.0 documentation.

If your network uses AppleTalk only, you do not need to install the TCP/IP.
This protocol is not required to print documents over an AppleTalk network.

Mac OS users can print directly to the DocuColor 4 LP/CP and should install
the AdobePS printer driver and the DocuColor 4 LP/CP PPD. These installa-
tions are described in the User Guide.

For the Windows NT 4.0 server and Windows NT 4.0 clients, install the Win-
dows NT PostScript Printer driver and the DocuColor 4 LP/CP PPD. Win-
dows 95/98 clients should use the Adobe PostScript Printer driver supplied
with the DocuColor 4 LP/CP user software.
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) TimToken Ring Support with
= DocuColor 4 LP/CP

¢z« Token Ring Support with DocuColor 4 LP/CP

The DocuColor 4 LP/CP supports Token Ring networks with the optional
token ring adapter card;

Token Ring PCI PCBA Part# 45000052

Token Ring supports: AppleTak, TCP/IP, and IPX networks simultaneously.
Fiery WebTools, WebSpooler, and Web Downloader are also accessible from
the token ring environment.

Printingtypessupported: IPX/SPX, SMB, TCP/IP, LPR

All configurations for the above printing methods are the same as 10/100
based networks setup, only 1P subnets within their respective segments will
change according to the particular LAN configurations.

¢z« Token Ring Installation

Be sure machine is turned off and power is unplugged! Also be sure to
properly ground yourself, as you will be working with sensitive electrostatic
equipment. Facing the front of the machine, pull off the right side panel
located near the existing Ethernet port on the rear of the machine. Insert the
Token Ring board, in the respective PCI dlot. Secure the board with the two
screws provided with the card. Close the cover, and boot the system. Go
into systems setup, 1/0 Port Setup, and disable Ethernet, and enable Token
Ring. Ethernet must be turned off, and should not run simultaneously with
Token Ring. Configure token ring port speed, 4, 16, or auto detect. Proceed
with your local LAN configuration setup.

Soal.__
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Section B.4 illustrates how to insert the Token Ring board into the PCI slot of
the DocuColor 4.
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This chapter contains information about configuring your copier.
5.1 Displaying or closing the Tools screen

5.2 Configuration settings list

5.3 Changing the configuration

5.4 Setting up, changing, or removing the user’s pass code

5.5 Changing the pass code of the system administrator

5.6 Adjusting the color balance
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5.1 Displaying or closing the Tools screen

The Tools screen lets you change the default values of the various settings
and enable/disable some functions. In order to access this screen, the
pass code of the system administrator is required.

The pass code of the system administrator is set to “9999” when the ma-

chine is shipped at the factory. For security reasons, try to change the
pass code as soon as possible.

The pass code can be changed at the Tools screen. See the “5.5 Chang-
ing the pass code of the system administrator” section.




5.1 Displaying the Tools screen

5.1.1 Displaying the Tools screen

The following is the procedure for displaying the Tools screen.

Operation procedure

(1) Press the [Tools] button.

Tooks

! 1
—

The pass code input screen appears on the display.

2) Enter the pass code of the system administrator, using the numeric
buttons.

An entered number appears as an “*”. If you make a mistake while enter- 5
ing the pass code, press the "C" button to clear it.

Please type in PIN number.
For correction, prass [C].

If the pass code has been entered correctly, the Tools screen appears on
the display.

Tools Screen

Select, then press [Set]

1. Magnification: 100%
2. Paper Selection: Auto PR
3. Copy Density: Auto l'

99



5.1 Displaying the Tools screen

5.1.2 Closing the Tools screen

The following is the procedure for closing the Tools screen.

Operation procedure

(1) Press the [Tools] button.

Taabk=

The display returns to the state before the Tools screen.

100
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: Configuration Settings List

5.2 Config

uration settings list

From the Tools screen, you can set the default value of each setting. The
settings will take on their default values when the power is turned on and
the machine enters the copy mode, when the save energy mode is returned,
or when the [Reset] button is pressed. By setting the frequently used values
as the default values, when you operate the machine you do not need to
make any changes and this means faster and easier operation.

This section explains the settings that you can change from the Tools screen.
See the next section to learn the basic procedure in changing a setting.

The shaded area in the following table indicates the default value of the
setting when the machine is shipped at the factory.

Setting

Description

1. Reduce/Enlarge Use this setting to specify the default zoom ratio. If the default

2. Paper

Soal.__

3. Lighten/Darken

Eﬂﬂl-_ ‘
— "

4. Original Type

paper tray is already set to [Auto], the default zoom ratio cannot be
set to [Auto].

For detailed information, see the “5.2 Reduce/Enlarge (selecting or
setting zoom ratio)” section.

Use this setting to specify the default paper tray. If the default
zoom ratio is already set to [Auto%], the default paper tray cannot
be set to [Auto].

For detailed information, see the “5.1 Selecting a paper tray (se-
lecting paper)” section.

Use this setting to specify the default copy density.

For detailed information, see the “5.4 Adjusting the copy density
section.

Use this setting to specify the default color mode.

Possible value
100%, Auto, 64%
78%, 129%, 154%,
200%

5

Auto, Trayl, Tray2
Tray3.

Auto
Dark-Normal-Light
(5 increments)

Color (Text/Photo)
Color (Prnt Phto)
Color (Phto)

B/W (Text/Phto)
B/W (Text)

101



102

5.2 Configuration Settings List

Setting Description

5. Doc. Size Sensing Use this setting to specify the default unit of measurement for use
in automatic detection of document size. This setitng affects the
document size that can be detected automatically.

Su:l-,
]

) For detailed information, see the "4.1 About documents" section.

6. Job Complete BeepUse this setting to specify whether the buzzer should sound when
the copy operation is complete.

7. Button operation  Use this setting to specify whether the buzzer should sound when

a button on the control panel is pressed.

8. User PIN

s

Use this setting to set up, change or remove the user's password.

For detailed information see "5.4 Setting up, Changing or Removing
the user's password" section.

9. M/C Admin PIN ...

s

Use this setting to set up or change the system administrator pass-
word.

For detailed information, see the "5.5 Changing the system admin-
istrator password" section.

10. Copy ModesUse this setting to specify the time it takes to automatically switch
Timeout to the standby mode (the screen that appears right after the power
is turned on) after the copy operation is complete.

11. Energy Saver Use this setting to specify the time it takes to automatically switch
to the energy saver mode after the copy operation is complete or
after the last operation is performed. If it is set to O, the energy
saver mode will never kick in.

12. Color Balance Use this setting to specify the color balance for each of the follow-
ing color modes (Color (Text/Photo), Color (Printed Photo), and Color
(Photo on photography paper). You can adjust cyan, yellow, ma-
genta and black individually.

—

[peek-.

For detailed information, see the "5.6 Adjusting the color balance"
section.

Possible value

mm, inch

ON
OFF

ON
OFF

OFF
ON (0000)

XXXX

1 to 120 minutes,
in 1-minute incre-
ments (15 min)

1to 60 minutes, in
1-minute incre-
ments (15 min)

No Set

Set

High Density (-3 to
+3)

Med Density (-3 to
+3)

Low Density (-3 to
+3)



5.2 Configuration Settings List

Setting

13. Max. Counts

14. Output Tray

15. Version Info...

16. Diag Test...

17. Transportation

Eﬂﬂl-_ ‘
— "

Description

Use this setting to specify the maximum number of copies allowed
in one copy operation.

Use this setting to specify the delivery tray to use. Note, however,
that even if [Top (face Down Tray)] is selected, transparency sheets,
thick paper and label sheets are always ejected into the face-up
tray.

This setting indicates the version information

Use this setting to perform hardware self-diagnostics.

Use this setting to move the scanner module to prepare for scanner
transportation. This prevents the scanner from any damage caused
during the transportation. Therefore, be sure to perform this task
before transporting the machine

For detailed information see section 2 of the Setup Guide.

Use this setting to set up or change the system administrator pass-
word.

18. Change Language For detailed information, see the "5.5 Changing the system admin-

istrator password" section.

Use this setting to change the language from English to to French.

Language options are location dependent.

Possible value

1 to 99 copies (99
sheets)

Top (Face Down
Tray)
Left (Face Up Tray)

OFF
ON

OFF
ON

No Set

Set

High Density (-3 to
+3)

Med Density (-3 to
+3)

Low Density (-3 to
+3)

French
English
or another language
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This section explains the basic method for changing the configuration set-
tings. However, the following settings use different methods and are described
in the subsequent sections.

*User’ spasscode..... Seethe“5.4 Setting up, changing, or removing theuser’s
pass code” section.

*System Administrator's pass code... See the “5.5 Changing the pass code of
the system administrator” section.

* Color balance... See the “5.6 Adjusting the color balance” section.

5.3.1 Basic method for changing the configuration

The following procedure illustrates how to change the default value of a
configuration setting, using the paper tray selection as an example.

Operation procedure

(1) Select the Tools button from the copier control panel.

Soal._
J L]

For detailed information on how to display or close the Tools screen, see the
“5.1 Displaying or closing the Tools screen” section.

(2) Use the up or down button to select asetting. =y ]

Select, then press [Set]
Magnification: 100%

1
2. Paper Selection: Auto
3

Copy Density: Auto 1]

(3) Press the Select button.
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5.3 Changing the Configuration

(4) At the displayed screen, use the down arrow or button (or for numbers
use the numeric buttons) to select a default value for the setting.

Select, then press [Set].

Tray3

Tray1 Trayd
Tray2

Note.| L./
To cancel this setting and return to the initial Tools screen, press the [Exit]

button.

(5) Press the Select button.
When the change is confirmed, the initia Tools screen returns.

(6) Press the Tools button to close the Tools screen.
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By setting a user’s pass code, you can restrict user access to the machine.
This section explains how to set up, change, or remove a user’s pass code.

Operation procedure

(1) Display the Tools screen.

For detailed information on how to display or close the Tools screen, see
the “5.1 Displaying or closing the Tools screen” section.

(2) Pressthe E] button to select 8. User PIN.

6. Job Complete Beep:ON Al

7. Button Operation Beep:ON __
8. User PIN:OFF hd

(3) Press the Select button.
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5.4 Setting up, changing or removing the user's pass code

(4) At the displayed screen, press the down arrow or button to select [ON].
You can now enter a pass code using the numeric buttons.
Use the numeric keypad to enter the user PIN.

Flease type in with Ten-keys
User PIN

Q000

To remove the pass code registered, select OFF.

(5) Enter a pass code using the numeric buttons. (In this example, the pass
code is “1234”.) and press Select.

Note.| L./

If you make a mistake while entering the pass code, press the “C* button to
clear it.

Please typea in with Ten-kays 5
User PIN
OFF

(6) Press the Select button.
When the change is confirmed, the initia Tools screen returns.

Select, then press [Set].
6. Job Complete Beep:OMN

7. Button Operation Beap: ON
8. User PIN:1234 |:v

(6) Press the Select button to close the Tools screen.
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This section explains how to change the pass code of the system administra-
tor.

LOOK Vo

Y ou cannot check the pass code after it has been changed. Therefore, make
sure you do not forget the pass code.

Note. £
The administrator password is factory set to 9999. For security reasons, try
to change the password as soon as possible.

(1) Display the Tools screen.

Soal.__

=

For detailed information on how to display or close the Tools screen, see the
“5.1 Displaying or closing the Tools screen” section.

(2) Pressthe ‘

button to select 9. M/C Admin PIN.

Select then press [Set].
7. Button Operation Beep:DN|‘|

8. User PIMNOFF
9. M/C Administrator PIM... |1]

(3) Press the Select button.
The pass code input screen appears on the display.

(4) Enter the pass code.

| I-‘_".
Note. &/

An entered number appears as a“*”. If you make a mistake while entering
the pass code, press the “C* button to clear it.

Flease type in with Ten-keys

PIN L




5.5 Changing the pass code of the system administrator

(5) At [Confirm] enter the pass code again to verify.

Plaasa type in for confirmation

PIN ]
Confirmation KR

 LoOK 1¥oy

Y ou cannot check the pass code after it has been changed. Therefore, make
sure you do not forget the pass code.

If the pass code entered at [Confirmation] is identical to the one entered
earlier, the pass code change is confirmed and the initial Tools screen re- 5
turns.

If the pass code entered at Confirmation is different from the one entered

earlier, the Number mismatch, try again message appears on the display. If

this happens, go back to step (4) and enter the pass code again.

109



EREEE s -

w¥o.

- Y@ Adjusting the Color Balance

“
A
®
!)( -
i
e

4 .

-

H AT .
HEI LaSMEEE N A
FErE L LR L]

HE 1

. I
MM MMMV
= o

IHNENKNNN NN HD
HEHEEHEHEHENE ®
IMMMMK KKK LD
HEHENENHENERE X

MH ANKENEX
MEN Akl RAKE

B it
ARARKEENEE

110

This section explains how to adjust the color balance by changing the mix of
yellow, magenta, cyan, and black. For the [Low Density]/[Med Density]/[High
Density] settings, they can be adjusted in seven increments. The following is
the procedure.

Operation procedure

(1) Display the Tools screen.

Sa:l-__

]

For detailed information on how to display or close the T ools screen, see the
“5.1 Displaying or closing the Tools screen” section.

(2) Pressthe 5 button to select 12. Color Balance.

=Select, then press [Set].
10. Copy Mode Time-out: 1min j.l

11. Shift to PowerSave:15 min
12. Color Balance:Available IEI

(3) Press the Select button.

4) Preﬁthem button to select acolor mode. (In thisexample Color (T ext/
Photo) is selected.)

Color (Text/Phto) : Settings
Color (PrntPhoto) : NO Settings |
Color (PhtoPaper) @ Settings 1'

[Set]: Accept [Cancel]: Ignore

(5) Press the [Select] button.



5.6 Adjusting the Color Balance

N :
(6) Pressthe [ w | button to select acolor. (In this example [Magenta]
is selected.)

[Set]; Accept, [Cancel]; Ignore
Color (Text/Phto) HighDensity O
Cyan Yellow MedDensity O
NELELIE Black LowDensity 0

(7) Press the [Select] button.

(8) Pressthe| ¥ | buttonto select adensity. (Inthisexample[HighDensity]
is selected.)

[Set] = Accapt, [Cancel] = lgnore
Color (Text/Phta) HighDensity O
Magenta MedDensity O
LowDensity O

(9) Press the [Select] button.
The color of the selected density appears as a vertica bar.

(10) Usethe Bl or[ ¥ ] button to change the density.

[Set]; Accept, [Cancel]; lgnore
Color (Text/Photo) |HighDans =+3

-
a
Magenta ! -3
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5.6 Adjusting the Color Balance

(11) Press the Select button.
When the change is confirmed, the screen in step (8) returns. If you want to
change the other densities, repeat steps (8) to (11).

[Set]; Accept, [Cancel]; Ignore

Color (Text/Phto)| HighDensity +1

Magenta MedDensity O
LowDensity 0O

(12) When acolor is set, press the Exit button.
The previous level (the screen in step (6)) returns. If you want to change the
other colors, repesat steps (6) to (11).

[Set]; Accept, [Cancel]; lgnore
Color (Text'Phto) HighDensity O
Cyan Yellow MedDensity O
WELELE] EBlack LowDensity O

When adjusting the color balance, you can press the Exit button to return to
the previous level. However, once you press the Select button, the change
is confirmed and therefore pressing the Exit button cannot return the set-
ting to its origina value.

(13) When dl the changes are complete, press the Exit button twice to re-

turn to the initial Tools screen.

(14) Press the Tools button to close the Tools screen.
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This chapter gives tips on managing DocuColor 4 CP printing and copying,
and includes some troubleshooting hints.
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Administration features are provided in the user software package and are
built into the DocuColor 4 LP/CP itself. The following table tells you where
to find information on these features. Page references may be found in this
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manual .
For these operations: And these tasks: See:
Setting up network servers | Setting up serversto manage and shareprint- | This manual

ing services.

Connecting and setting up
the DocuColor 4 LP/CP

Connecting the DocuColor 4 LP/CP and per-
forming DocuColor 4 LP/CP Setup from the
Control Panel and from WebSetup.

This manual, Setup
Guide

Setting up the printing envi-
ronment

Setting printer/copier defaults, including
Password, Start Page, Page Description Lan-
guage, and error handling.

This manual.

Printer Setup, page 22
PS Setup, page 27,
and PCL setup page 28

Setting up the job environ-
ment

Publishing the Printed queue.

Printer Setup page 22

Setting up the copy environ-

Setting copy defaults, password

See section 5
ment
_ . i ini 2SSV Change Password
Protecting integrity of users Setting the Administrator p ord. page9108

jobs, modifying printer/
copier Setup

Changing the copy
admin password, sec-
tion 5

Setting up all new users

Setting up printing, including installing
PostScript and PCL printer/copier drivers,
PPD and PDD files for the printer/copier.
Installing optional user software.

Installing color reference pages (CM YK ref-
erence pages, PANTONE reference pages).

User Guide

Getting users started with
printing

Setting up copying printing to the
DocuColor 4 LP/CP.
Setting job-specific options.

Thismanual, and

User Guide

Controlling the job flow

Using Fiery WebTools for managing, track-
ing current jobs, canceling jobs, printing
jobs in the Hold queue, reprinting from the
Printed or Hold queue.

User Guide




6.1 Administrator functions

For these operations:

And these tasks:

See:

Job accounting

Viewing, printing, and exporting and del et-
ing the Job Log.

User Guide

Calibration and color man-
agement

Cdlibrating the DocuColor 4 LP/CP.
Printing color reference pages.
Installing the monitor settings file.

This manual, and the
User Guide

Maintaining optimum
DocuColor 4 LP/CP perfor-
mance

Tips
Deleting jobs, clearing queues.

page 116, and User
Guide

Troubleshooting

Troubleshooting DocuColor 4 LP/CP Setup.
Printing, printer/copier, and user software
troubleshooting.

page 117, seealsothe
User Guide
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:Maintaining optimal DocuColor 4
2 LP/CP performance

The DocuColor 4 LP/CP does not require maintenance. Beyond the obvious
requirements of servicing and maintaining the printer/copier and replenish-
ing consumables, there are a few things you can do that will improve the
overall performance of your system:

Make the best use of your network connections

Publish only connections that will be used; the DocuColor 4 LP/CP
constantly checks al published connections, even if they are inactive.
Match the NetWare polling interval and the number of queues or
connections to the demand for printing.

Reduce the number of printed pages by electing not to print a cover page
by default unless you need cover pages for record keeping

Printing cover pages by default is a Printer Setup option.

Leave some jobs that are less urgent to times when there is less network
traffic or printing

Recurring print jobs or jobs that are not urgent can be printed to the
Hold queue. At low-traffic times, the administrator can move (or copy)
all the Hold queue jobs to the Print queue for printing.

Reduce unnecessary two-way communication

Large numbers of remote users running Fiery WebTools from remote
workstations, especially with frequent updates, may have a significant
effect on DocuColor 4 LP/CP performance.

Make sure you have adequate disk space on the DocuColor 4 LP/CP

If your printer/copier has a hard disk drive, periodically review the list
of jobs in the Hold queue, and the number of jobs being retained in the
Printed queue.

An administrator can print or delete jobs that are in the Printed and Hold
gueues. Consider printing or offloading inactive jobs. If disk space on
the DocuColor 4 LP/CP is frequently low, you can disable the Printed
gueue (in Server Setup).

To move or remove queued jobs, use the Fiery WebSpooler. When you
free up disk space by removing inactive jobs, new jobs are spooled and
printed more quickly.
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Contact your authorized service/support center if you see any startup error
messages on the DocuColor 4 LP/CP Control Panel, or if the DocuColor 4
LP/CP does not reach Ready status.

6.3.1 Troubleshooting during Setup from the Control Panel

The following section explains some error and alert messages that you may

see during DocuColor 4 LP/CP Setup that might not be self-explanatory.
Network Setup messages

After this Setup screen:

This message:

Means:

Enable AppleTak
(Network Protocol Setup >
AppleTak Setup)

No AppleTak zone found.

The Ethernet network cable is not at-
tached to the connector on the DocuColor
4 LP/CP, or the network cable is not
plugged into the hub or network. If your
AppleTak network has zones, and you
want to specify azonefor the DocuCol or
4 LP/CP, you must connect the network
cable to the DocuColor 4 LP/CP before
performing AppleTak Setup.

Also could mean that the AppleTalk net-
work doesn’t have zones. Zones are not
required for printing to the DocuColor 4
LP/CP. Press OK to continue.

Protocol Setup or Service

Y ou must first enable

Enable Ethernet in Port Setup before be-

PServer Setup > NDS
Setup)

Setup (Network Setup) a network port. ginning Protocol Setup or Service Setup.
FrameTypeseection (Net- | Invalid frame size. The network hub is not connected to a
work Protocol Setup > IPX Novell machine when the DocuColor 4
> SPX Setup) LP/CP triesto bind.
Warning IPX network num- | No other IPX machine can be found on
ber is zero. the network, or the network hub is not
connected to the network, when the
DocuColor 4 LP/CP triesto bind. When
this occurs, the network number defaults
to zero.
Enable NDS No NDS trees found. No NDS trees were found on the Novell
(Network Service Setup > network. Check to see that the frame

types on the DocuColor 4 LP/CP are
properly configured.
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6.3 Troubleshooting the printer/copier

After this Setup screen:

This message:

Means:

Select NDS Tree
(Network Service Setup >
PServer Setup > NDS
Setup)

Warning Selecting a new
NDS tree deletes Bindery
setup.

Y ou have previously connected the
DocuColor 4 LP/CP to a different NDS
tree. NetWise supports only a single
NDS tree connection. To avoid a poten-
tial conflict with an existing tree connec-
tion (for example, if the connection was
made through a NetWare 4.x server in
emulation mode), all bindery settings
will be deleted.

If you choose OK, and choose YES in
the following message screen (Delete
Bindery setup and continue?), bindery
settings are deleted and have to be re-
entered in Bindery Setup.

To avoid deleting the bindery settings
press the Menu key, or select OK and
choose NO in the following message
screen (Delete Bindery setup and con-
tinue?).

Repeat NDS Setup without changing the
NDStree, or exit to Bindery Setup to re-
view your current bindery settings.

PServer Setup > Bindery
Setup)

Navigating NDS tree ____isempty. The chosen container contains no sub-
(Network Service Setup > containers or objects relevant to the cur-
PServer Setup > NDS Setup rent mode of navigation.

> PServer Setup > NDS

Setup)

Bindery Setup If youdsoplantouse NDS,| No NDS settings are present. You are
(Network Service Setup > | set up NDS before Bindery. | reminded to perform NDS Setup before

Bindery Setup in case your network in-
cludes both NDS and bindery servers.

Select File Server FromList
(Network Service Setup >
PServer Setup > Bindery
Setup)

Error. Cannot open bindery
connection to NDS server.

Select this server through NDS setup or
disable NDS and select it through bind-
ery.

Select File Server From List
(Network Service Setup >
PServer Setup > Bindery
Setup)

No NetWare file
server found.

No file server was found when
DocuColor 4 LP/CP queried the network
to create alist of supported servers or a
list of all servers.

Check cable connections and make sure
the NetWare server is turned on.




6.3 Troubleshooting the printer/copier

After this Setup screen:

This message:

Means:

Enter First Letters

of Server Name

(Network Service Setup >
PServer Setup > Bindery
Setup)

File server name not found.
Try again?

No file server with those letters was
found when DocuColor 4 LP/CP que-
ried the network. Check the name of the
NetWare file server, check cable con-
nections, and make sure the NetWare
server isturned on.

View Server List,

Edit Connection

(Network Service Setup >
PServer Setup > Bindery
Setup)

No file server is selected.

No file server has been added in Bind-
ery Setup.

Add File Server

(Network Service Setup >
PServer Setup > Bindery
Setup)

All connections used.
Remove server?

Y ou have added the maximum number
of bindery servers, which iseight. You
now have the option of disconnecting
one of those servers, so as to add an-
other.

Add Server, Enter Your
Login Name, Enter Y our
File Server Password
(Network Service Setup >
PServer Setup > Bindery
Setup)

No NetWare print
server found.

No print server was found when
DocuColor 4 LP/CP queried the file
server you selected.

You must configure a print server and
a print queue for every NetWare file
server that will handle DocuColor 4 LP/
CP print jobs (see page 78).

Any Bindery Setup screen

Novell error code, followed
by a message.

Novell NetWare has reported an error.
The printer Control Panel reports the
error number and displays a brief mes-
sage.

For the most common errors (listed in
thefollowingtable), ascreenisdisplayed
that enables you to retry the action that
evoked the error, such as adding a
server. If that is not possible, you are
prompted to notify the Novell adminis-
trator, who will need to troubleshoot the
network.

Consult NetWare Administrator docu-
mentation for further explanation of
Novell error codes.
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6.3 Troubleshooting the printer/copier

In Network Setup, when you are configuring your 1PX (Novell) connection,
the DocuColor 4 LP/CP queries the network for Novell file servers and trees,
and attaches to them temporarily. If a guest login is enabled, it will be used.
If not, you' Il be prompted to log in from the DocuColor 4 LP/CP printer Con-
trol Panel.

If the selected NetWare file server or tree does not have a guest account, or if
the guest account has expired or has been disabled by the NetWare supervi-
sor, you will be prompted to notify the IPX (Novell) administrator. In that
case, you (or the supervisor) have two options:

Enable a guest account on the NetWare server or tree for the purpose of
setup.

Log in with a different account. At the ENTER LOGIN NAME screen,
change the default name (guest) to supervisor or enter another valid login
name. When you are prompted for a password, enter the correct password
for the account you named.

For any Novell error, make sure:

Your IPX (Novell) network is connected to the DocuColor 4 LP/CP.

The NetWare server you are trying to access is running.

The Novell network has been configured with at least one print server and
gueue for the DocuColor 4 LP/CP.

You have the appropriate permissions and login information, including
username and password, if necessary.

The DocuColor 4 LP/CP is configured with the correct frame types for
communication with the desired Novell servers.



6.3 Troubleshooting the printer/copier

Novell error screens

Novell error:

Cause:

Suggested action or exit:

220
Guest account not
available

The guest account, which you have
chosen for initial login, has expired
or has been disabled by the NetWare
supervisor.

Enable a guest account on the NetWare
server for the purpose of setup.
Alternatively, log in to a different ac-
count. In the ENTER LOGIN NAME
screen, change the default name (guest)
to supervisor or another valid login
name. When you are prompted for a
password, enter the correct password
for the account you named.

222

Unableto log in
to server.
Password has ex-
pired for login
name

The server has connected to a file
server, but is unable to log in to the
file server or print server becausethe
password has expired for the login
account name or the named print
server.

Select adifferent login account or print
server.

Theerror screen exitsto the File Server
Login screen (if login to file server
failed) or NetWare Print Server screen
(if login to Print Server failed).
Pressing the Menu button returnsto the
PServer Setup screen.

252

Unableto log in
to server.

Login does not
exist.

The server has connected to a file
server, but is unable to log in to the
server because the selected login ac-
count does not exist on the file
server.

Select a different login account.

The error screen exitsto the File Server
Login screen. Pressing the Menu but-
ton returns to the PServer Setup screen.

255

Unable to connect
to

file server.

File server is
down or out of
connections.

The Novell file server isdown or out
of connections.

This error occurs while the server is
trying to connect to therequested file
server.

Select a different file server (or try to
get someone else to log off).

Pressing the Menu button returnsto the
PServer Setup screen.

nnn

Notify IPX
(Novdl)
Administrator.

Indicates other network errors when
the DocuColor 4 LP/CP is aready
connected to afile server. Something
unexpected has happened and the
user generally cannot recover with-
out intervention of the network ad-
ministrator.

Error # indicates that you have ex-
ceeded the number of login attempts
permitted for this account on the
NetWare file server.

Error # usually indicates a hard failure.
Notify the Novell administrator and re-
port the error number.

The error screen exits to the PServer
Setup screen.
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6.3 Troubleshooting the printer/copier

6.3.2

When an error message appears

When an error appears, the printer/copier will notify the user that an error
has occurred using the display, error LED, and alarm.

Soal.__

o

To solve the problem, refer to the Setup Guide “ 3.2 Error Messages’

When the number of characters in an error message exceeds the number of
characters on the display, the screen will change in 3 second intervals in
order to display the entire message.
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Al Graphic Printer Control Panel Overview

This Appendix provides a graphic overview of the Xerox DocuColor 4 LP/CP
printer control pand. The first figure illustrates the Menu Help page that can be

printed from the control pand. For instructions on how to print this page, see
Chapter 2.

The second figure illustrates the Menu Help map included on the User Software
CD. This map shows al screens accessible from the printer’s control pand.

% DocuColor 4 LP
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: Available Options

i

L

~

The following upgrade options are available for the Xerox DocuColor 4 LP/
CP from your local Xerox reseller.

B.1 Upgrade options

» Token Ring PWBA

E.-:-l ",
1 "

See Section B.4 for Token Ring Installation.

5.:,}1_.
See section 4.10 for Token Ring installation.

* 32MB or 64MB RAM DIMMs

Two DIMM dots for additiona memory are available on the video con-
troller board. Each slot can support a 32MB or 64MB RAM DIMM.

The following instructions describe how to install the options listed above in
the Xerox DocuColor 4 LP/CP.

An Option Feeder for high volume printing and an A3 Oversize tray are also
available for the Xerox DocuColor 4 LP/CP. For more information see Setup
Guide “A.1 Introduction to Options” .

#%+ Accessing the video controller board

Y ou must access the video controller board in the DocuColor 4 LP/CP in
order to install or replace the hard disk or add or replace DIMMs.

To access the video controller board:

g!; Turn the printer/copier OFF, unplug the power cord and disconnect any
cables connected to the connectors on the back of the printer/copier.

& Open the front panel and pull out the manual feed tray.
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B Available Options

@; Remove the two screw covers and screws (1 and 2) that secure the side

panel to the printer/copier.

208 3
Side panel

Manual feed tray

Front panel

|

g‘g Carefully dlide the side panel off the printer/copier.
Be careful not to damage the clips on the panel that attach to the
connector plate on the back of the DocuColor 4 LP/CP.

The the video controller board is now accessible.

Video controller board

For instructions on installing printer/copier options see:

* Installing a hard disk drive on page 127
* Installing additional memory on page 129
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B Available Options

To reassemble the DocuColor 4 LP/CP:

g!; Align the side panel clips with the holes in the connector bracket on the
back of the DocuColor 4 LP/CP. Close the side panel.

{2 Replace the two screws on the side panel, then replace the two screw
covers.

@; Close the front panel and manual feed tray.

g‘g Plug in the power cord and reconnect any cables to the back of the
printer/copier.

B.2 Installing a hard disk drive

The following section explains how to install the hard disk drive for the
DocuColor 4 LP/CP video controller board. It also describes how to initial-
ize the new hard disk drive for use from the printer’s front panel.

To install the hard disk drive you will need to access the video controller
board, install the drive and then reassemble the DocuColor 4 LP/CP.

#g« Kit contents
e Hard disk drive

» Hard disk bracket (attached to the hard disk drive)
e Hard disk drive ribbon cable

LooK g

To avoid electric shock ensure your hands are dry before touching the
printer's power plug.
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B Available Options

gg« Cauti

on notes

» Do not drop or bend the hard disk drive.
* Do not touch the hard disk drive connector.

» Protect the hard disk drive from static electricity by keeping it in its anti-
static package until you are ready to install it.

» Avoid exposing the hard disk drive to direct sunlight, high temperatures,
or humidity.

To install a new hard disk drive:

g!; Access the video controller board as described on page 125.

v
g

w: Unpack the new hard disk drive. Placeit on aflat surface or on the palm
of your hand.

Do not touch the drive with magnetic objects or place objects sensitive
to magnets near the drive.

@; Attach the hard disk drive ribbon cable to the connector on the hard disk
drive.

%{!} Slide the bracket (with the hard disk drive attached) into the clips (1 and
2) next to the video controller board.

Move the LCD cable aside for more room.

LCD cable

Video controller
board

Hard disk drive

HEHHLD
MEHH KM NNN
HHMHHHNHNNKN




B Available Options

@ Connect the ribbon cable to the connector J15 (3) on the video controller
board.

gﬁ; Reassembl e the DocuColor 4 LP/CP as described on page 127.

##« |nitializing the hard disk

B.3

After you install the hard disk and power on the printer/copier, you may be
prompted to initialize the new hard disk. If so, follow the directions below:

e Atthe PRESSENTER TO INITIALIZE DISK screen, press the Enter
button to initialize the disk.

The standard boot up process will continue.

Installing additional memory

The following section explains how to install a 32MB or 64MB RAM (ran-
dom access memory) DIMM (dual in-line memory module) on the DocuCol or
4 LP/CP video controller board.

Toinstall the RAM DIMM (illustrated below) you will need to do the follow-
ing:
» Access the video controller board.

* Replace the printer's 64MB RAM DIMM with a 32MB or 64MB RAM
DIMM, or install a32MB or 64MB RAM DIMM in either of the two empty
RAM dots on the video controller board.

* Reassemble the DocuColor 4 LP/CP.
Important:

To avoid electric shock ensure your hands are dry before touching the printer's
power plug.
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B Available Options

g#« Kit contents

(]

RAM DIMM

OO0CAO0LT

##« Caution notes

Do not drop or bend the RAM DIMM.
Do not touch the connector edge of the RAM DIMM.

Protect the RAM DIMM from static electricity by keeping it in its anti-
static package until you are ready to install it.

Avoid exposing the RAM DIMM to direct sunlight, high temperatures, or

humidity.

#z« Installing RAM DIMMs

The DocuColor 4 LP video controller board ships with the following memory
configuration:

The DIMM dlot numbered J23 is reserved for the printer’s system soft-

wareROM DIMM.

The DIMM slot numbered J25 contains a 64MB RAM DIMM.
The remaining two slots, J22 and J24 are empty and can be used to install

additional memory.

J22 -
J23 -
J24 -
J25 -

Empty

ROM DIMM
Empty

64MB RAM DIMM

Additional RAM DIMMs may be purchased for your printer/copier in 32 or
64MB configurations, allowing your printer/copier a maximum memory con-
figuration of 192MB.

The DocuColor 4 CP dlots are empty and any of them can be used to install
additional memory



B Available Options

To install A RAM DIMM:

g!; Open the DocuColor 4 LP/CP to access the video controller board as
described on page 125.

B H et Hirey!
Emmxaax:- Rkttt
R e e e

T

3 KA A MMM NN 1
DIMM sockets ? SR R o :
P T TS _“}.{xxxxxxxxxxxxﬂxn“ux Video controller board

<
xxxxxxxxxxxxxxxxxxxxxxxxxxxxx
i HHKK"""""{K

u

2: Unpack the RAM DIMM(9).
Do not touch the connector edge on the RAM DIMM.

@V If you are replacing a RAM DIMM, unlatch the socket on the side levers
" of the RAM DIMM vyou are replacing and carefully slide it out of the
socket.

g‘g Ensure that the notches on the RAM DIMM are aligned inside the empty
socket.
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B Available Options

@ Slide the RAM DIMM into the empty socket and push the DIMM into
the socket until the levers snap into place.

{§; Reassemble the DocuColor 4 LP/CP.
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B.4 Installing a Token Ring Network Card

The following section explains how to install a Token Ring network card on
the DocuColor 4 VP video controller board.

Gill-§ typs connectar for §TF Ei-bype cosnector for TP

To install the Token Ring board you will need to:

» Access the video controller board.

» Install the Token Ring board.

* Reassemble the printer. A
» Configure the printer's network Setup.

/Caution

» Do not drop or bend the Token Ring board.
» Do not touch the connector edge of the Token Ring board.

» Protect the Token Ring board from static electricity by keeping it in its
anti-static package until you are ready to install it.

» Avoid exposing the Token Ring board to direct sunlight, high tempera-
tures, or humidity.
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To Install the Token Ring board:

x!; Access the video controller board.

@V Remove the two screws (1 and 2) that secure the slot cover (3) to the
faceplate of the printer.

—_— |
'_—r-::'lm_”H”HIII L’fﬂ

—

,_,@{

| —==]

=

Er e

B
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a:f,, Unpack the Token Ring board and insert the Token Ring board into
connector J20.

Slide the Token Ring board straight up into the connector (1) and make
sure that the external connectors fit through the faceplate of the printer
(2). The Token Ring board connector is keyed to fit only one way when
properly oriented.

L}

[

Tk Fing beard

g

@V Insert the screws (1 and 2) you removed from the slot cover to secure the
Token Ring board (3) to the faceplate.

@ Reassemble the DocuColor 4 CP as described on page 127.
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B.5

Performing Setup for Token Ring from the Control
Panel

TOKEN RING

ON/OFF[ON]

Select ON to enable Token Ring network communication. Token Ring op-
tions only appear if an optional Token Ring card is installed.

TOKEN RING SPEED

AUTODETECT/4AM BPS/16 M BPS[AUTO DETECT]

Select AUTO DETECT to automatically detect the speed at which data can
be transferred over the Token Ring network, or optionally specify the speed
of your Token Ring network.

MAX.FRAMESIZE

0.5K/1K/2K/4K [4K]

Use the arrow buttons to select a maximum frame size for Token Ring com-
munication.

The Token Ring frame size must be no greater than the frame size used by
any router or Novell file server on the network.

SOURCEROUTING

ON/OFF [OFF]

Select ON to allow the packet to travel to its destination through routers on
the network. The packet's source dictates the route that the packet will take.

REQALL ROUTE

ON/OFF[ON]

If source routing is enabled, select ON to allow all routers on the network to
broadcast the presence of the printer, enabling packets from clients on the
network to travel to the printer by any route.

RESPALL ROUTE

ON/OFF[OFF]

If sourcerouting isenabled and REQ ALL ROUTE is set to OFF, select ON to
alow al routers on the network to broadcast the presence of clients to the
printer; limits packets from clients on the network to travel to the printer to a
specific route.
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Numerics
100BaseT connector 12
10Base2 12
10Base5 12
10BaseT 12
A

access level scenarios Xiv
administrator

functions 114,115

installing the server 3

managing print jobs 114
Administrator password

changing from Control Panel ------------------ Xiv
Administrator password, setting

printer 50

copier 108
Another FS option 40
AppleTalk 2,6

enabling 32,54

network diagram 6

with Windows NT 95
AppleTalk Setup 32
AppleTalk Zone 54
AppleTalk Zone, option 54
AUTOIP 32

B

binary data, printing via parallel port -------------- 52
Bindery

emulation mode 55
Bindery emulation

configuring Netware 3.x file servers --------- 55

configuring Netware 4.x file servers --------- 55
Bindery Setup 58

on the server 58

options 38

requirements 58
bindery setup, options 58
BOOTP 32

C

caution notes

installing hard disk drive --------------===-=-=- 128

installing RAM DIMM 130
changing

Administrator password ------------------------ XVi

Copier Configuration settings ---------------- 104
Changing NDS file server settings ---------------- 35
Check and Print print option 22
clients, setting up 3
Color Balance 110
Configuration page, printing a ----------------------- 42
configuring network clients

NetWare 86

Windows NT 87
configuring network servers

NetWare 69,71-85

Windows NT 89
Configuration setting, copier ----------------------- 101
connecting

network cable 11-14

parallel cable 15
control levels

scenarios Xiv
Control panel

Cancel button 21

Data LED 19

Down arrow button 21

Error LED 19

Item/Enter button 21

Left arrow button 21

Menu button 21

Online button 21

Online LED 19

Right arrow button 21

specifying language for ------------------- 23,103
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Index

Up arrow button 21
controller

10/100 Base T connector ---------------------- 12

AUI connector for Thinnet or Thicknet Ethernet

12

back view showing connectors --------------- 12

parallel connector 12
Cover Page option 27
Current path, option 36

D

Default Page Orientation option -------------------- 28
Default paper size, option 26
Delete Bindery Setup option ------------=-=-=-=-=-—- 36
designating and SMB server ------------------------ 40
DHCP 33
diagrams of network setup ------------=-=-=-=----- 5-10
Direct connection

jobs XV
DNS (Domain Name Services) -------------=-=----- 88
Dry Ink Low option 26

E

Enable AppleTalk, option 54
Enable bindery emulaton mode, option ----------- 38
Enable NDS option 56
Enable Novell, option 34
Enable pserver, option 35
Enable SMB option 41
Enabling Bindry emulation 38
error messages 117

“No AppleTalk zone found” ------------------- 117

Novell 121
error screens 121
Ethernet 802.2 option 34
Ethernet 802.3 option 34
Ethernet frame type

Ethernet Il 34

138

Ethernet SNAP 34
Ethernet frame type, option 34
Ethernet setup 30
Ethernet Speed option 30
Ethernet-IP Address option 33
Ethernet-Subnet Mask option ---------------=-=----- 33

F
Fiery WebSpooler

reprinting jobs in Printed queue --------------- 49
Fiery WebTools 45

enabling 53

requirements 46
Fiery WebDownloader 45-47
Fserver password, setting 50

G
Gateway address, setting 54
guest account (Novell) 39
H
hard disk drive

initializing 129

installing 127-129
HDD, see hard disk drive
Host name

database 88

entering 91

How to set up the printer using the control panel -
22




Index

1/0 Timeout option 30
Ignore EOF (End of File) option -------------=--=--- 31
improving server performance --------------------- 116
information pages (printing) 42
installation, summary of tasks -------------------- 2-4
installing
additional memory -----------=-=-=-=------ 129-132
hard disk drive 127-129
RAM DIMM 130
server on network 2-10
IPX 66
network protocol 66
IPX (Novell)
Bindery file server, connecting --------------- 82
NDS 71
NDS printing 72-79
NetWare client setup 86
NetWare server setup -------------=--------- 69-85
network diagram 7
overview of printing 67
selecting frame 54
Server utilities 63
setting bindery context --------------------- 79-82
setting up printing 65-82
terms used to describe 56
L
Language setup 23,103
lights, on printer control panel ---------------=------ 19
Login to NDS file server, option -------------------- 35
loopback address 53
Ipr (TCP/IP) 2
printing Xii
M
Mac OS computers
on AppleTalk network 6
with Windows NT 95

main printer setup menus 23
maintaining server performance ------------------- 116
maximum Frame Size option ---------------------- 133
memory

installing additional ----------------=------ 129-132
Menu Help page, printing a 42
messages

during Setup 117

during startup 121
Microsoft SMB protocol 40
multiple Bindery file servers, connecting -------- 58

N

NDS (NetWare Directory Services)

enabling 55

Setup on the printer 56-58
NDS

setting up a connection -----------==-msmrmememn 71
NDS (enable NDS), option 34
NDS (Novell) settings, changing ------------------- 34
NDS (Novell) settings, option -----------=-=-=-=----- 34
NDS file sever login

administrator 38

login name 38

supervisor 38
NDS printing 69-85
NDS Setup 35
NDS tree

browsing 35,36

navigating 38

option 34

selecting 56
NETBEUI 8
NetWare

Bindery and NDS on the same network ---- 55

error screens 121

NDS 69
NetWare 4.x bindery context ----------------===-=--- 79
NetWare File Server, Bindery

connecting 58

in PCONSOLE 82
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maximum number supported ------------------ Xiii

setting up more than one ---------------------- 58
NetWare Print Console 82
NetWare Print Server, Bindery

creating in PCONSOLE ------------===mmnm- 82
NetWare Queue 82
network

AppleTalk 2,6

installation diagrams 2-10

installation summary 3

IPX (Novell) 457

Ipr (TCP/IP) 5,8

protocols supported 2

using multiple protocols 5

with Windows NT 8
Network Protocol setup options -------------------- 31
network protocols

point to point 39
Network service setup, options -------------------—- 35
Network Setup

problems 117
network protocol Setup 32-34
Networks

setting network-specific information ----- 32-34
New Tree Deletes Bindery Setup option --------- 36
Novell error messages 121

P

Page description language (pdl) -------------------- 26
Page Description Language, option --------------- 26

passwords
changing XVi
copier admin 108
copier user 106
Print Server 56
PC compatibles
on IPX (Novell) network 7
PCL font list 42
font number, specifying 29
font size, specifying 29
form length, specifying 28
page description language, setting 26
setting font pitch 29
symbol set, specifying 29
PCL Font list, printing a 42
PCL Setup menu 28
PCL Setup, option 28

peer to peer printing, see Windows (SMB) printing

pages. See also test pages

Panel language option 23,103
paper size, option 26
parallel port
cable (Centronics-type) 15
connecting 15
connector 12
diagram 10
Parallel Port option 30
Parallel Port setup 30
Parallel Port Setup, remote 52

140

Pitch (Char/In) 29
PostScript

cover page option 27

errors, printing up to 27

page description language, setting 26
PostScript printer, shared 92
PostScript printing 52
PostScript setup options 27
Power Saver (Minutes), option ----------=-=-==----- 25
Power Saver mode 25
Print Cover Page option 62
print jobs

PostScript errors and 27
print jobs,viewing information about --------------- 24
Print Pages from List option ---------=-=-=mmnmnunn 22
Print Q Root option 38
print queues

NetWare server 82

server XV
print server, selecting on operation panel ---- 36-37
Print start page option 24
Print to PS Error option 27
Printed queue XV
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enabling AppleTalk option --------------------- 54
specifying
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Printer Administrator password, setting ---------- 25
printer control panel Xvi
printer default settings 26
Printer Name option 24
printer performance, maintaining/improving ---- 116
Printer setup, option 26
printing
connections and queUes ----------------------- XV
directly to parallel port 52
PostScript errors, options ---------------------- 27
PostScript files 52
print start page 24
reprinting previously printed jobs ------------- XV
protocols, network 2
See also individual protocols
PS 62
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enabling 35
PServer Mode 56
Pserver program 37
PServer Setup 55
Q
gueues
described XV
setting up NetWare print queue ----------- 72-85
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RAM DIMM 129
RARP 32
remote Printer Setup 45-64
Removing NDS file server 38
reprinting jobs XV
Resets option 23
RJ-45 connector 12
running Setup remotely 45-64
S

server

network installation summary ------------------- 3

gueue on NetWare server -----------=---------- 82
Server Message Block (SMB) ---------------------- 40
Server Message Block (SMB), see also Windows
(SMB)
Server Name option 60
Setup from Control Panel

error messages 117-120
Setup from WebSetup 46
SMB server

setting domain name of ----------------=-=---—- 41
SMB Server option 40
Source Routing Option 133
specifying
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Novell option 34
Specifying Printer information ---------------------- 24
start pages, printing on startup --------------------- 24
Symbol Set 29
System Administrator pass code ----------------- 108
System Setup passcode 48
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141



Index

setting up printing from Windows NT --- 89-95

SMB printing with 40
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TCP/IP-Token Ring, option 133
Test Page, printing a 42
Test Pattern page, printing a ------------=======----- 42
thicknet cable 14
Token Ring Frame Type 133
Token Ring setup 133
Token Ring Support 96
Toner low option 32
Tools Screen 98
troubleshooting

Setup, Control Panel --------------------- 117-121
twisted pair cable 12,13

U
User Login object 57
User passcode 106
user software Xiv
V
Verify Password, option 26
video controller board 125
W
WebSpooler

setting the administrator password for ------ 50
WebTools, see Fiery WebTools
Windows (SMB) printing Xiii,40
Windows NT

network environment 8

setting up Windows NT server to print-- 86-96

SMB printing 40

with TCP/IP 8
Windows Setup 86
WINS IP Address option 60
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