
DocuPrint N24/N32/N40 Menu Map
Menu options highlighted in Bold Italics have been added or updated.

They are described in the Documentation Update.

 

Language 
Paper Size
Paper Type
Page Policy
Policy Timeout
Print Quantity 
Print PS Errors
Duplex4

Draft Mode
Edge-to-Edge
Output Timeout 
Output Offset
Output Dest 
Staple Mode8

Defaults 
Power Saver

Job Menu

Password Menu1

Tray Menu

PCL Menu

System Menu

Parallel Menu

Ethernet Menu9

Novell Menu

Print Menu6

Reset Menu

Cancel Job 
Form Feed 
Restart Printer 

MBF Size11

MBF Type11

Envelope Size7

Envelope Type7

Tray 1 Type
Tray 2 Type
Tray 3 Type3

Tray 4 Type3

Tray 5 Type3

Tray Sequence 

Enter Password
Print
Delete

Font Number
Pitch2

Point Size2

Symbol Set
Orientation 
Form Length
Line Terminat.

Port Enable
Port Timeout
Parallel PDL
Binary PS
Bidirectional

LPR Enable
LPR Banner
LPR PDL
LPR Binary PS 
DLC/LLC Enable
DLC/LLC PDL
DLC/LLC Bin PS 
NetBEUI Enable
NetBEUI PDL
NetBEUI Bin PS 
AppSocket Enabl
AppSocket PDL
AppSocket Bin PS 
Etalk Enable
HTTP Enable
IP Address Res.
IP Address
Subnet Mask
Default Gateway
Port Timeout
Speed10

Novell Enable 
Novell PDL
Novell Binary PS 
Novell Mode
Frame Type
Polling Interval 
PServer Name
Primary Server
NDS Tree
NDS Context
Notify

Config Sheet
PCL Demo
PCL Font List
PS Font List
Menu Map
Test Print
Hex Mode
Disk Directory1

Restart Printer Factory Defaults
Network Defaults
Demo Mode
Delete All Jobs1

Disk Initialize1

Disk Format1

1 Appears only when the Hard Disk Drive is installed.
2 Either Pitch or Point Size appears (but not both), depending upon the type of font currently in effect.
3 Appears only when the 2,500 Sheet Feeder is installed.
4 Appears only when the Duplex Module is installed.
5 Appears only when the Token Ring Card is installed.
6 This was formerly called the Test Menu.
7 Appears only when the Envelope Feeder is installed.
8 Appears only when the Finisher is installed.
9 Appears unless Token Ring is installed.
10Appears only when the 10/100 Ethernet Card is installed. 
11Appears only when MBF is installed.

Token Ring Menu5

LPR Enable
LPR Banner
LPR PDL
LPR Binary PS 
DLC/LLC Enable
DLC/LLC PDL
DLC/LLC Bin PS 
NetBEUI Enable
NetBEUI PDL
NetBEUI Bin PS 
AppSocket Enabl
AppSocket PDL
AppSocket Bin PS 
TTalk Enable
HTTP Enable
IP Address Res.
IP Address
Subnet Mask
Default Gateway
Port Timeout 
Source Routing 
Speed 
LAA

Port Enable
Port Timeout
Serial PDL
Binary PS 
Baud Rate 
Flow Control

Serial Menu


