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Xerox Integrated Controller
PS / PCL Driver Release Notes
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4110 / 4590 / 4595
Windows 2000 / Windows 2003 Server / Windows 2008 Server / Windows XP / Windows Vista / Windows 7 / Mac 10.6 / Network Scanner Utility
Minimum Requirement Recommendation

Recommend Internet Explorer Version 5.5 or newer to operate CentreWare Internet Services without runtime errors.
For maximum productivity, it is recommended that the job submission client/server PC that the drivers are installed on contain a 3 GHZ or higher CPU, and a minimum of 1 GB of ram installed.

It is recommended that all applications loaded on each client/server are at the most current available release in order to ensure compatibility.

It is required that all previous versions of the PS and PCL drivers are removed from the client/server before installing new drivers.

In order to utilize bi-directional communications from within the PS or PCL drivers, SNMP must be turned on at the IOT.

Issues Resolved From Previous Release

PS Driver

1. Drivers for the following operating systems are included in this release:

a. Windows 2008 Server

b. Windows 7

c. Mac 10.6

2. Full feature support for 64 bit operating systems is included in this release.
PCL Driver
1. Drivers for the following operating systems are included in this release:

a. Windows 2008 Server

b. Windows 7

c. Mac 10.6

2. Full feature support for 64 bit operating systems is included in this release.

3. Increased feature equivalency with PS driver has been added to this release.

Known Driver Issues

PS and PCL Driver

1. These drivers are minimally constrained. Some invalid feature set combinations may be allowed and could result in an unexpected IOT fault and/or job print failure.
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