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250-Blatt-Zufiihrung - Alimentador de 250 hojas

Xerox® Phaser® 6140/6500

250-Sheet Feeder - Chargeur 250 feuilles - Alimentatore da 250 fogli -

Alimentador para 250 folhas - Invoerlade voor 250 vel - Arkmatare for 250 ark - 250-arks mater - 250-arksfremforer

250 arkin syo6ttolaite - YcrporictBo nogauv Ha 250 nuctoB - Podavac na 250 listd - Podajnik 250 stronicowy - 250 lapos adagolo
250-Sayfa Besleyici - Tpododdtng 250 puAAwv

See the instructional video at

www.xerox.com/office/6140docs

www.xerox.com/office/6500docs
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www.xerox.com/office/6140support
604E62610f1 Rev A www.xerox.com/office/6500support




. Enable Driver

Activer le pilote
Abilita driver

Treiber aktivieren
Activar controlador
Ativar o Driver

Driver inschakelen
Aktivera drivrutin
Aktiver driver
Aktivering af driver
Ota ajuri kayttéon
Bkntountb aparsep
Povolte ovlada¢
Wigcz sterownik
Illeszt&program engedélyezése
Surtictiyd Etkinlestir
Evepyormoinon obnyov
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General I Sharing Ports Advanced

Color Management | Security Device Settings

Configuration

gég Xerox Phaser 6500DN PS Device Settings
=8 3 Font Substitution Table
e Bivailable PostScript Memory: 10879 KB
Qutput Protocol: ASCIT
Send CTRL-D Before Each Job: Mo
- Send CTRL-D After Each Job: Ves
- Convert Gray Text to PostSeript Gray: Mo
- Convert Gray Graphics to PostSoript Gray: Mo
- Add Euro Currency Symbol to PoskScript Fonks: Mo
Job Timeout: 0 seconds

‘wait Timeout: 300 seconds
~ Minimum Fonk Size to Download as Outline: 100 pixel(s)
e Masdmum Font Size bo Download as Bitmap: 600 pixel(s
= HI Installable Options
Mematy: Standard 256MB

- RAM Disk: Wat Availsble
- Duplex Unit: Availsble

ak I Cancel

Lpply

Xerox

~AQ)\, ®
)




