Release Notes

Phaser 5550 Manufacturing Release
Firmware Release PS 5.6.1

Release Date: July 2013

Software Release Details

Component Version
MER 6 -0S8.35/PS5.6.1
Firmware / Net 42.55.05.03.2013

Purpose
The following issues have been addressed:

OPBU00229060 | Resolved issue with company logo printing incorrectly on forms
OPBU00217446 | Added PJL EQJ response to follow CANCELLED response

OPBU00207349 | Addressed issue where large jobs (~4000 pages) restart from the beginning
OPBU00223589 | JobName exceeding 80 char causes job type not to be set

OPBU00224779 | Provided ability to allow SSLv3 connections only

OPBU00225125 | Improved PJL EQJ status reporting

OPBU00232252 | Hex14 character status fails to send during a paper tray empty condition
OPBU00233182 | Addressed issue with printer pausing between jobs

OPBU00236951 | Context-based restrictions - setapplicationname with more than 32 characters caused a PS error to occur

OPBU00241640 | Resolved a Visio/PS driver causing a continuous reboot issue

OPBU00242446
n/a Add 6-digt PIN capability for Secure Print

OPBU00250379
OPBU00152724 | Resolved Slow printing issue when using VIP forms and merge data

OPBU00251893 | Added ability to set SSL cipher strength to 128
n/a modification to Mac address for manufacturing
OPBU00253921 | Remove Energy Star compliance

Location

Phaser 5550:
http://www.support.xerox.com/go/getfile.asp?objid=126006&EULA=288&Xtype=download&uType=



http://www.support.xerox.com/go/getfile.asp?objid=126006&EULA=28&Xtype=download&uType

Firmware Installation Instructions

Read before beginning the firmware update:

* Do not interrupt system once download is in process. Interruptions or loss of power may corrupt the engine firmware and
render the system temporary unusable. (Service repair may be required to return the system to a working condition.)

* Some of the device’s settings may be changed from their present value back to the factory default values by the firmware
update. It is recommended customers save the configuration page and use it as a reference to restore the device’s settings
after the firmware update is complete.

To print the configuration page:

1. Press the System button on the device control panel.
2. Press the down arrow key to scroll to the Configuration Page item and press OK.
3. The device will print two-three pages of configuration information.

Note: The firmware versions currently installed are displayed on the left column on the first page, under the General
Information heading.

Updating the FW over a network connection
To download a file to the device using FTP (Windows and Mac):

NOTE: To perform this solution, the device must be connected to a network that utilizes the TCP/IP protocol. The device
must also contain a valid IP Address.

1. Open the Command Prompt (Windows) or Terminal window (Mac).

2. Type in "ftp xxxX.xxXx.xxx.xxX", where the x characters represent the IP Address of the device, and press Enter.

3. Press Enter at the prompt line that contains "Name (XXX.XXX.XXX.XXX:user):"

4. Type in "put /location/of/file.ps", where the full file name and path are entered. If you drag and drop the FW file you are
sending into the window (after “put ), the full path and file name will populate.

5. Press Enter and the file will be transferred to the Phaser device over FTP.

To download a file to the device using CentreWare Internet Services (Windows and Mac):

NOTE: CWIS can only be accessed if the device is connected to a network that utilizes the TCP/IP protocol. The device
must also contain a valid IP Address.

1. From a computer, open an Internet web browser.

2. Enter the Phaser device's IP Address in the Address field, and then press Enter.

3. Click on the Print button.

4. Click on the "File Download" link in the list of options on the left side of the window.

5. Depending on the browser being used, click on the Browse or Choose File button, and then browse to and select the file
to be downloaded to the device.

6. Click on the blue, square button to send the file to the Phaser device.

Updating the FW over a USB connection

To download a file to the printer using the Xerox File Downloader Utility (Windows):



NOTE: This solution assumes the Xerox File Downloader Utility has already been downloaded and installed on the
computer.

1. From the computer, open the Xerox File Downloader Utility. By default, the utility is installed in the following location
on the computer's hard drive: C:\File Downloader.

2. Select the required printer from the Select the printer to spool the file to from the list below pull-down menu.

3. Click on the [Browse] button, and then browse to and select the file to be downloaded to the printer from the “Select the

file to send to the printer” section.
4. Click on the [Send] button to send the file to the printer.

To download a file to the printer over USB from a Mac:

Firmware files can be downloaded to a Phaser device connected over USB by dragging the FW file to the print queue on an
Apple Macintosh.
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