Release Note

	General information

	Issue ID Number
	1-12RHJ1

	Product Name
	EX700 Print Server v1.5

	Issue Date
	August 18, 2009


	Files included in this release

	File name
	File size

	1-12RHJ1.exe
	29 MB

	1-12RHJ1_relnotes.doc
	66.5 KB


	Issue(s) addressed with this release


· 1-12C1CT: Not able to print a Job with Z-fold half sheet Right Bind print inside Finishing option from FFPM.
· 1-12C1CY: Not able to print a Job with Z-fold half sheet Left Bind print inside Finishing option from FFPM.
· 1-11TUAR: Top Tray is Available in FFPM, when the server is not connected to Engine.
· 1-12GI8P: A conflict with Trim and "Bi-Fold - Print Inside" or "Bi-Fold - Print Outside".
· 1-12CMKP: Few of the Finishing option are Not Available in FFPM, after installing the Beta3 IPP 1-12AOW Patch.
· 1-11CT8C: saturation, Color Cast & Contrast value set in FFPM application is not reflecting after riping job.   

· 1-12UB2L: Bi-Fold print outside prints the Job as Bi-Fold print Inside.

· 1-11G6OI : value send for Orientation[Landscape] in FFPM  to HOLD Queue is not reflecting CWS JP.
	Steps to reproduce


· 1-12C1CT: Not able to print a Job with Z-fold half sheet Right Bind print inside Finishing option from FFPM

1.Import a 4 page job to FFPM.

2. Select the stock as 11*17.

3. From Finishing select Z-fold half sheet Right Bind print inside.

4. Select submit all.

5. In CWS the job is in wiating state. It's not able to print the Job.

Result:  It should print the Job.
· 1-12C1CY: Not able to print a Job with Z-fold half sheet Left Bind print inside Finishing option from FFPM.

1.Import a 4 page job to FFPM.

2. Select the stock as 11*17.

3. From Finishing select Z-fold half sheet Left Bind print inside.

4. Select submit all.

5. In CWS the job is in wiating state. It's not able to print the Job.

Result: It should print the Job.

· 1-11TUAR: Top Tray is Available in FFPM, when the server is not connected to Engine.
1.Import any PDF Job to FFPM.

2.Select Output Location from Job setup Tab.

3.Top Tray is Available in Output Location.

Result: Top Tray shouldnot be Available, when the Engine is not connected to Engine.
· 1-12GI8P: A conflict with Trim and "Bi-Fold - Print Inside" or "Bi-Fold - Print Outside".

1. In FFPM-APP 7.0.2.0, select DC700 EX700 1.5 for the Target Destination 

2. Load welland.pdf, or any Letter size PDF 

3. Select Letter in Stock Properties 

4. Select 2 Sided for Sides Imaged 

5. Select "Bi-Fold - Print Inside" for finishing 

6. Select the "Trim Outside Edge" check box. Leave the trimmed length as the default or enter a value 

7. Select OK 

8. Select Submit All 

9. At the Fiery, open the properties for the submitted job 

10. Select the Finishing tab. The Trim checkbox will be selected, but "Trim Adjustment" will have a value of "0.0" (see screenshot) 

11. Repeat steps 5 through 10, but use "Bi-Fold - Print Outside".  You will see the same result.
Result: Uncheck, and then recheck the "Trim" checkbox. A conflict will open indicating a conflict with "Trim" set to "On" and "Fasten Mode" set to "Off". To resolve the conflict will set "Fasten Mode" to "Folding Only"
· 1-12CMKP: Few of the Finishing option are Not Available in FFPM, after installing the Beta3 IPP 1-12AOW Patch.

1.Lanuch the CWS of the Harrier1.5 server.

2.Import the 1-12AOWE IPP patch to Direct Queue.

3. Reboot the Server.

4.Register the Harrier 1.5 server in FFPM Printer Registration.

5.Launch FFPM Aplication.

6. Select the Drop down menu of Finishing option.

7. These are the Finishing option that are NOT available.

    Center Staple-Left Portrait.

    Center Staple-Right Portrait.

    Center Staple-Top Portrait.

    Center Staple-Bottom Portrait.

    C Tri-Fold Print Inside.

    C Tri-Fold Print Outside.

    Z-Fold Half Sheet-Right Bind Print Inside.

    Z-Fold Half Sheet-Left Bind Print Inside.

    Z Tri-Fold Print Inside.

    Z Tri-Fold Print Outside.

Result: These Finishing option in step 7 should be present in the Finishing Option.
· 1-11CT8C: saturation, Color Cast & Contrast value set in FFPM application is not reflecting after riping job.
1.Import the altona_visual_1v2a_x3.pdf file to FFPM application.

2.select Image Quality Tab in FFPM

3.Change the value to 100 for Saturation, Color Cast & Contrast.

4.select Target destination as Hold queue.

5.Submit all

6. In CWS RIP the JOB.

7. Open the RIP job through Image Viewer.

Result: There is no such changes in the file after cahngeing the value of saturation, Color Cast & Contrast to 100.

· 1-12UB2L: Bi-Fold print outside prints the Job as Bi-Fold print Inside.

 Step to reproduce:
1.Import any 2 page Pdf job to FFPM.

2.Select Bi-Fold print outside in FFPM Finishing.

3.Select Submit all.

4.The output comes as Bi-Fold print Inside.

Result: The Output should come as Bi-Fold print Inside

· 1-11G6OI : value send for Orientation[Landscape] in FFPM  to HOLD Queue is not reflecting CWS JP.
1.Import any 2 page Landscape Job to FFPM.

2.In JOB Setup TAB->Orientation->Landscape.

3.Target Destination as PRINT Queue.

4.Submit All.

Result:  The Job should print as Orientation selected.
	

Prerequisite(s)




· 1-12S4R5
	Installation instructions


1. Execute 1-12RHJ1.exe and follow the instructions in the Fiery Patch Downloader

2. Notes about the Fiery Patch Downloader

a. Login must be admin.  This is fixed and cannot be modified.

b. Password is the Fiery administrator login password
c. Hostname can be either the IP address or the Fiery server name. 

3. After the patch is downloaded, and when prompted by Fiery Patch Downloader, choose Restart now.
4. When the Fiery has come to Idle, verify the patch ID on the System Update Log. 

5. It should contain the patch number 1-12RHJ1.
Note 1: When executing 1-12RHJ1.exe, if you choose Restart later when prompted by the Fiery Patch Downloader, please make sure you manually Restart the server for changes to take effect.  In some cases, the patch will require a Restart Fiery, and a Reboot.  EFI recommends rebooting the server from the Windows Start Menu Shutdown interface.
Note 2: 1-12RHJ1 patch is Exclusive which means it must be installed independently and the server rebooted/restarted once. After which, other patches can be applied to the server. 
	Known Issues


· None
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