Release Note

	General information

	Issue ID Number
	1-LQ6D7

	Product Name
	Fiery for DocuColor 250/240 V 1.0

	Issue Date
	January 24, 2006


	Files included in this release

	File name
	File size

	1-LQ6D7.ps
	1.21 MB

	1-LQ6D7_relnotes.doc
	46 KB


	Issue(s) addressed with this release


· Spot color tint calculation needs improvement
	Steps to reproduce


· NA
	Installation instructions


Installation of the patch could be accomplished via Command WorkStation’s “Direct” queue or WebTools’ WebDownloader function.

1. Download/Import the patch file “1-LQ6D7.ps” with Command Workstation to the “Direct” queue. Otherwise, you could also download the patch file into the “Direct Connection” destination by using the WebDownloader function of WebTools.

2. You must wait at least 60 seconds after the patch file has downloaded/imported before rebooting the system. This will ensure the patch file is completely processed.

3. The system must be rebooted once for the patch to be effective. This could be accomplished from either Command WorkStation or WebTools. In Command WorkStation, under the ‘Server’ menu, select "Reboot Server".   If Command WorkStation is not available, use Webtools’ "Reboot Server" function. It is located in the WebSetup menu. Powering OFF/ON from the copier is not a substitute and will not allow the patch to install correctly.

4. Please wait until the Fiery has come to idle after the reboot to print out the configuration page. A good indicator is to wait for the ‘Network Scanning’ function to become enabled on the engine’s LCD.

Verify the Updated Information section of the configuration page. It should contain the patch number “1-LQ6D7”. 

	Prerequisite(s)


· None
	Known Issues


· None
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