Release Note

	General information

	Issue ID Number
	1-GH1KD  EFI Installer for QFE KB840987
1-GH1KK  EFI Installer for QFE KB841356



1-GH1KR  EFI Installer for QFE KB834707


1-GH1KY  EFI Installer for QFE KB873376


1-GH1L6  EFI Installer for QFE KB841533


1-GH1LE  EFI Installer for QFE KB824151



	Product Name
	Fiery on XPe operating system

	Issue Date
	October 21, 2004


	Files included in this release

	File name
	File size

	EFIWR_KB840987.exe
	6.02 MB

	EFIWR_KB841356.exe
	4.44 MB

	EFIWR_KB834707.exe
	3.31 MB

	EFIWR_KB873376.exe
	746 KB

	EFIWR_KB841533.exe
	977 KB

	EFIWR_KB824151.exe
	1.18 MB

	Relnotes.doc
	


	Issue description

	EFI approved QFE hotfix installers for Fiery running on XPe.

	Steps to reproduce

	N/A

	Resolution type:
	 FORMDROPDOWN 


	

	Resolution

	Enclosed EFI approved QFE installers.

	Important notes

	Installation Steps:

1. Prior to installing EFI approved QFE’s on your Fiery, please make sure to install 1-FIFF9.ps first.
2. If your Fiery does not have keyboard, mouse and screen attached, you will need to install first patch 1-E4VH1 to enable access through remote desktop to your Fiery. 

3. Copy the folder “EFI approved QFE's” to any folder on the target system Fiery (for example, create a folder called d:\QFE).

4. In order to create the patch folder on the d: drive of the Fiery, and in order to upload the files to the d: drive of the Fiery, connect from a Windows PC by choosing Start, Run, and type \\<ip address of Fiery>\d$. If prompted for username and password, use ‘Administrator’ as username, and ‘Fiery.1’ as password.

5. On a Fiery with keyboard, mouse and screen attached, open the folder created in step 3. On a Fiery without keyboard, mouse and screen attached, connect to the Fiery through Windows remote desktop utility, and open the folder created in step 3.
6. Install a QFE by double-clicking on the file, this will pop up a message to confirm if you want to continue with installation of EFI Wrapped MS QFE KB<number>. Press Yes to confirm. This will launch the MS Setup Wizard for the installation of this QFE on your XPe Fiery. 

7. Follow the instructions in the MS Setup Wizard to start the installation of the QFE.

8. During installation, you may see a 20 to 30 second delay for the complete installation to finish, this is normal behavior.

9. Not all the included QFE’s will prompt you to reboot the system. However, please make sure to reboot the Fiery after each individual QFE has been installed.

10. After each reboot, check your Fiery Configuration Page Update Information section to ensure that the QFE was properly installed. Following is a mapping between QFE number and Configuration Page update string:

1-GH1KD  EFI Installer for QFE KB840987

1-GH1KK  EFI Installer for QFE KB841356



1-GH1KR  EFI Installer for QFE KB834707



1-GH1KY  EFI Installer for QFE KB873376



1-GH1L6  EFI Installer for QFE KB841533



1-GH1LE  EFI Installer for QFE KB824151




	Known Issues

	Prerequisite:

EFI approved QFE’s can only be installed after installing patch 1-FIFF9.ps.
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